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P1021和P1012设备“不建议用于新设计”，请使用替换系列Power Architecture
(T1024、T1014)和Arm Architecture (LS1012, LS1023)。

QorIQ® P1平台系列包含P1021 (双核)和P1012 (单核)通信处理器，具有丰富的集成功能和超强
性能，适用于网络、电信、国防和工业控制市场中的各种应用。P1012和P1021处理器采用低功耗
45纳米工艺，提供单核和双核两种解决方案，运行频率在533 MHz到800 MHz之间，并配有先进
的安全特性和丰富的接口。

P1012和P1021处理器采用了QUICC Engine®技术，特别适用于多业务网关、以太网交换机控

制器、无线LAN接入点和具有严格的温度限制的高性能通用控制处理器应用。QorIQ P1012和
P1021处理器与QorIQ P1011、P1020和P2平台引脚兼容，是一种有六款芯片可选的高性价比的解
决方案。单核处理器的运行频率为533 MHz (P1012)，双核处理器每个内核的运行频率为1.2 GHz
(P2020)，两种QorIQ平台可实现4.5倍超强频率范围。

https://www.nxp.com.cn/products/processors-and-microcontrollers/power-architecture/qoriq-communication-processors/t-series/qoriq-t1024-14-and-t1023-13-dual-and-single-core-communications-processors:T1024
https://www.nxp.com.cn/products/processors-and-microcontrollers/power-architecture/qoriq-communication-processors/t-series/qoriq-t1024-14-and-t1023-13-dual-and-single-core-communications-processors:T1024
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/layerscape-processors/layerscape-1012a-low-power-processor:LS1012A
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/layerscape-processors/layerscape-1043a-and-1023a-processors:LS1043A
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View additional information for QorIQ® P1021/12单核和双核多协议通信处理器.
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