n so10 @D @B @
ENET
o ° ) . . Pl S Yt G - [ )
[ J [ ]
RoHS nmﬁe Link g
" tape 2 @z :a
Cce & | «dlll ‘w
° [ ] [ ]
e, | P , 4@ 17 oo
Frmmﬂmmmmm@ﬂmmm‘q L .
| .
L]
o2 t
[ tape a
on
LED3
on
LeD2 GND
LED1 Z3
Slave Pmod L4
111/_m Z5 .zs
on mm 5 :—GMJ
OE? MosT Ii}“ e
oo MISO by z
00 o W=
0@ @ oo A
g i dtd
3 Resst
° JP7
s NGO M OM40023 Sortt ue 'Y T -
B LPCXpresso546xx [l OM40006 _ « Dmo B8y oN
LPCXpresso540xx [l OM13892 i el §| 28
Eval Brd RevF  mm oM13p98 - ") l- LLXXS
3.3v OO\ 000000
o User  ISPB I LPC545018-EVK B v WWW.NXP.COM ISP ISPz J15 G0 N\ Ji4 28 o

LPC546xx-540xx Eval brd 3.3V LCD assembly
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2nd Operation LCD assembly steps.

1) With LCD screen facing towards pcb, insert 40 pin
FFC and 6 pin FFC into respective J16 and J17
connectors.

2) place 2-side tape near each identified "tape" box.
Ensure the tape is placed so it does not stick to the FFC
but only to the metal case of LCD.

3) Fold back the LCD, pressing down to compress the
EMI fingers (M1 - M4) and secure to 2-sided tape.

position tape to be between
the two FFC cables.
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1) With LCD screen facing towards pcb, insert 40 pin FFC and 6 pin FFC into respective J16 and J17 connectors. 
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2) place 2-side tape near each identified "tape" box.  Ensure the tape is placed so it does not stick to the FFC but only to the metal case of LCD.
3) Fold back the LCD, pressing down to compress the EMI  fingers (M1 - M4) and secure to 2-sided tape.
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position tape to be between the two FFC cables.
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