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MMPF0100是PF系列PMIC的首款产品，包括以下特性：

•可配置和可编程的架构，支持各种不同电流级别的输出，为内核处理器、存储器和各种外设提
供电源

•集成完善的系统级电源管理功能，简化了系统设计
•优化的性能架构为消费电子、工业控制和汽车应用带来高效、先进的功能

MMPF0100非常适合所有i.MX 6处理器：i.MX 6SoloX、i.MX 6SoloLite、i.MX 6Solo、i.MX
6DualLite、i.MX 6Dual、i.MX 6Quad、i.MX 6DualPlus和i.MX 6QuadPlus。它内置于i.MX 6系列
的多个参考设计中，可提供平台级解决方案，加快产品上市速度。

https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6solox-processors-heterogeneous-processing-with-arm-cortex-a9-and-cortex-m4-cores:i.MX6SX
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6sololite-processors-single-core-low-power-epd-controller-arm-cortex-a9-core:i.MX6SL
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6solo-processors-single-core-multimedia-3d-graphics-arm-cortex-a9-core:i.MX6S
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6duallite-processors-dual-core-3d-graphics-hd-video-arm-cortex-a9-core:i.MX6DL
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6duallite-processors-dual-core-3d-graphics-hd-video-arm-cortex-a9-core:i.MX6DL
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6dual-processors-dual-core-3d-graphics-hd-video-multimedia-arm-cortex-a9-core:i.MX6D
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6quad-processors-high-performance-3d-graphics-hd-video-arm-cortex-a9-core:i.MX6Q
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6dualplus-processor-dual-core-high-performance-advanced-3d-graphics-hd-video-advanced-multimedia-arm-cortex-a9-core:i.MX6DP
https://www.nxp.com.cn/products/processors-and-microcontrollers/arm-processors/i-mx-applications-processors/i-mx-6-processors/i-mx-6quadplus-processor-quad-core-high-performance-advanced-3d-graphics-hd-video-advanced-multimedia-arm-cortex-a9-core:i.MX6QP
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