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Chapter 1
Library

1.1 Introduction

1.1.1 Overview

This user's guide describes the Advanced Motor Control Library (AMCLIB) for the
family of ARM Cortex M7F core-based microcontrollers. This library contains optimized
functions.

1.1.2 Data types

AMCLIB supports several data types: (un)signed integer, fractional, and accumulator,
and floating point. The integer data types are useful for general-purpose computation;
they are familiar to the MPU and MCU programmers. The fractional data types enable
powerful numeric and digital-signal-processing algorithms to be implemented. The
accumulator data type is a combination of both; that means it has the integer and
fractional portions.The floating-point data types are capable of storing real numbers in
wide dynamic ranges. The type is represented by binary digits and an exponent. The
exponent allows scaling the numbers from extremely small to extremely big numbers.
Because the exponent takes part of the type, the overall resolution of the number is
reduced when compared to the fixed-point type of the same size.

The following list shows the integer types defined in the libraries:

* Unsigned 16-bit integer —<0 ; 65535> with the minimum resolution of 1

 Signed 16-bit integer —<-32768 ; 32767> with the minimum resolution of 1

* Unsigned 32-bit integer —<O0 ; 4294967295> with the minimum resolution of 1

* Signed 32-bit integer —<-2147483648 ; 2147483647> with the minimum resolution
of 1
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Introduction

The following list shows the fractional types defined in the libraries:

* Fixed-point 16-bit fractional —<-1; 1 - 2-155 with the minimum resolution of 213
« Fixed-point 32-bit fractional —<-1 ; 1 - 2-3!> with the minimum resolution of 2-3!

The following list shows the accumulator types defined in the libraries:

* Fixed-point 16-bit accumulator —<-256.0 ; 256.0 - 277> with the minimum
resolution of 27

* Fixed-point 32-bit accumulator —<-65536.0 ; 65536.0 - 2-155 with the minimum
resolution of 2°1°

The following list shows the floating-point types defined in the libraries:

* Floating point 32-bit single precision —<-3.40282 - 1038 ; 3.40282 - 108> with the
minimum resolution of 223

1.1.3 API definition

AMCLIB uses the types mentioned in the previous section. To enable simple usage of the
algorithms, their names use set prefixes and postfixes to distinguish the functions'
versions. See the following example:

f32Result = MLIB Mac F32lss(f32Accum, fl16Multl, £f16Mult2);

where the function is compiled from four parts:

* MLIB—this is the library prefix

* Mac—the function name—Multiply-Accumulate

» F32—the function output type

* Iss—the types of the function inputs; if all the inputs have the same type as the
output, the inputs are not marked

The input and output types are described in the following table:
Table 1-1. Input/output types

Type Output Input
frac16_t F16 S
frac32_t F32 |
acc32_t A32 a

float_t FLT f
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1.1.4 Supported compilers

AMCLIB for the ARM Cortex M7F core is written in . The library is built and tested
using the following compilers:

* Kinetis Design Studio

* MCUXpresso IDE

* TAR Embedded Workbench

» Keil uVision

For the MCUXpresso IDE, the library is delivered in the amclib.a file.

For the Kinetis Design Studio, the library is delivered in the amclib.a file.

For the IAR Embedded Workbench, the library is delivered in the amclib.a file.
For the Keil puVision, the library is delivered in the amclib.lib file.

The interfaces to the algorithms included in this library are combined into a single public
interface include file, amclib.h. This is done to lower the number of files required to be
included in your application.

1.1.5 Library configuration

AMCLIB for the ARM Cortex M7F core is written in . Some functions from this library
are inline type, which are compiled together with project using this library. The
optimization level for inline function is usually defined by the specific compiler setting. It
can cause an issue especially when high optimization level is set. Therefore the
optimization level for all inline assembly written functions is defined by compiler
pragmas using macros. The configuration header file RTCESL_cfg.h is located in:

specific library folder\MLIB\Include. The optimization level can be changed by
modifying the macro value for specific compiler. In case of any change the library
functionality is not guaranteed.

1.1.6 Special issues

1. The equations describing the algorithms are symbolic. If there is positive 1, the
number is the closest number to 1 that the resolution of the used fractional type
allows. If there are maximum or minimum values mentioned, check the range
allowed by the type of the particular function version.

2. The library functions that round the result (the API contains Rnd) round to nearest
(half up).

AMCLIB User's Guide, Rev. 2, 11/2016
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Library integration into project (MCUXpresso IDE)

1.2 Library integration into project (MCUXpresso IDE)

This section provides a step-by-step guide on how to quickly and easily include AMCLIB
into any MCUXpresso SDK example or demo application projects using MCUXpresso
IDE. This example uses the default installation path (C:\NXP\RTCESL
\CM7F_RTCESL_4.5_MCUX). If you have a different installation path, use that path
instead.

1.2.1 Library path variable

To make the library integration easier, create a variable that holds the information about
the library path.

1. Right-click the MCUXpresso SDK project name node in the left-hand part and click
Properties, or select Project > Properties from the menu. A project properties dialog

appears.
2. Expand the Resource node and click Linked Resources. See Figure 1-1.

AMCLIB User's Guide, Rev. 2, 11/2016
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Mo s e .
type filter text Linked Resources = A 4
4 Resource -
Linked Resources Path Variables | Linked Resources
Resource Filters Path variables specify locations in the file system, including other path variables with the syntax "S${VAR}".
Builders The locations of linked resources may be specified relative to these path variables,
[ C/C++ Build Defined path variables for resource 'twrkv31f120m_demo_apps_hello_world':
[ C.’C.++ General Narme Value Mew...
Project References .
Run/Debug Settings (= ECLIPSE_HOME CAMXPAMCUXpressolDE_10.0.0_344%ide\ Edit..
= PARENT_LOC Diternp3
= PROJECT_LOC Dvternp3titwri31f120m_demo_apps_hello_world Remove
(= WORKSPACE_LOC Ditermnp3

Figure 1-1. Project properties
3. Click the New... button in the right-hand side.
4. In the dialog that appears (see Figure 1-2), type this variable name into the Name
box: RTCESL_LOC.
5. Select the library parent folder by clicking Folder..., or just type the following path
into the Location box: C:\NXP\RTCESL\CM7F_RTCESL 4.5 MCUX. Click OK.

AMCLIB User's Guide, Rev. 2, 11/2016
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Library integration into project (MCUXpresso IDE)

* N

10.

11.
12.

Define a New Path Variable

Enter a new variable name and its associated location.

F R
; o - T —— =) g
. New Variable P — =

MName: RTCESL_LOC
Location: ICA\NXPARTCESLAC File.. || Folder. || Variable..
Resolved Location: C:\NXP\RTCESL\CM7F_RTCESL_4.5_MCUX

@ [ 0K ] ’ Cancel

Figure 1-2. New variable
Create such variable for the environment. Expand the C/C++ Build node and click

Environment.
Click the Add... button in the right-hand side.

In the dialog that appears (see Figure 1-3), type this variable name into the Name

box: RTCESL_LOC.

Type the library parent folder path into the Value box: C:\NXP\RTCESL

\CM7F_RTCESL_4.5_MCUX.

Tick the Add to all configurations box to use this variable in all configurations. See

Figure 1-3.
Click OK.
In the previous dialog, click OK.

AMCLIB User's Guide, Rev. 2, 11/2016
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Chapter 1 Library

. Properties for twrkv31f120m_demo_apps_hello_world . . | = £ |
type filter text Environment =l v
4 Resource
Linked Resources
Resource Filters Configuration: | Debug [ Active] Y] [Manage Com‘igurations...]
Builders
a4 C/C++ Build
Bu"_d Variables Environment variables to set Add
Environment
Legging Variable Value Origin 5
elect...
1 MCU settings CWD D:\termpIitwrk31F120... BUILD SYSTEM
Settings PATH CANXPAMCUXpressolD...  BUILD SYSTEM Edit...
Toel Chain Editer PWD Diternp3\twrky31£120...  BUILD SYSTEM
- C/C++ General Delete
Run/Del
MName: RTCESL_LOC
Value: CAMXPYRTCESLNCMT7F_RTCESL_4.5_MCUX Variables
Add to all configurations
[ oK l ’ Cancel
@ Append variables to native environment
4 Replace native environment with specified one |
[Restore Defaults] l Apply ]
® [ OK ] [ Cancel l

Figure 1-3. Environment variable

1.2.2 Library folder addition

To use the library, add it into the Project tree dialog.

1.

et

AMCLIB User's Guide, Rev. 2, 11/2016

Right-click the MCUXpresso SDK project name node in the left-hand part and click
New > Folder, or select File > New > Folder from the menu. A dialog appears.
Click Advanced to show the advanced options.
To link the library source, select the Link to alternate location (Linked Folder)
option.
Click Variables..., select the RTCESL_LOC variable in the dialog, click OK, and/or
type the variable name into the box. See Figure 1-4.
Click Finish, and the library folder is linked in the project. See Figure 1-5.

NXP Semiconductors
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Library integration into project (MCUXpresso IDE)

o

Folder —

Create a new folder resource. li .n_“

Enter or select the parent folder

twrkv31f120m_demo_apps_hello_world

[y
=3 twrkw31f120m_demo_apps_hello_world

Folder name: RTCESL_LOC

() [= Use default location
l ) [ Folder is not located in the file system (Virtual Folder)

_ [
@ [ Link to alternate location (Linked Folder)

RTCESL_LOC | Browse.. || Variables.. | I

Figure 1-4. Folder link

a5 twrkv31f120m_demo_apps_hello_world
s g’;ﬁ Binariez
> [t Includes
- 2 CMSIS

- 2 board
- 2 drivers

- 2 source

» [ startup
- A2 utilities

> [= Debug
» = doc
> |y RTCESL_LOC

Figure 1-5. Projects libraries paths

1.2.3 Library path setup

AMCLIB requires MLIB and GDFLIB and GFLIB and GMCLIB to be included too.
These steps show how to include all dependent modules:

1. Right-click the MCUXpresso SDK project name node in the left-hand part and click
Properties, or select Project > Properties from the menu. The project properties
dialog appears.

2. Expand the C/C++ General node, and click Paths and Symbols.

In the right-hand dialog, select the Library Paths tab. See Figure 1-7.

4. Click the Add... button on the right, and a dialog appears.

(O8]

AMCLIB User's Guide, Rev. 2, 11/2016
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10.
11.

12.
13.

14.

Chapter 1 Library

Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following (see Figure 1-6): ${RTCESL_LOC}\MLIB.
Click OK, and then click the Add... button.

Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following: ${RTCESL_LOC }\GFLIB.

Click OK, and then click the Add... button.

Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following: ${RTCESL_LOC }\GDFLIB.

Click OK, and then click the Add... button.

Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following: ${RTCESL_LOC}\GMCLIB.

Click OK, and then click the Add... button.

Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following: ${RTCESL_LOC}\AMCLIB.

Click OK, you will see the paths added into the list. See Figure 1-7.

- ™
" Add.. 5
. aa——
Directory:
S{RTCESL_LOCHAMLIE|
[7] Add te all configurations
[T Add to all languages
[ = Is a workspace path
[ oK ] [ Cancel ]

Figure 1-6. Library path inclusion

AMCLIB User's Guide, Rev. 2, 11/2016
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8 e s smmptoers 0Lt

type filter text Paths and Symbols fPrm vy
> Resource
Builders -
. C/C++ Build Configuration: ’Debug [ Active ] '] [Manage Configurations...]
a4 C/C++ General
> Code Analysis
Documentation | (= Includesl # Symbols | =11 Libraries| (& Library Paths |[B' Source Location | El References| |
File Types
Formatter B $(RTCESL_LOC)\MLIB Add... =
Indexer [P ${RTCESL_LOCNGFLIB =
Language Mappings & ${RTCESL_LOCNGMCLIB |
Paths and Symbols (B ${RTCESL_LOCNGDFLIB
Preprocessor Include P: (B ${RTCESL_LOCMNAMCLIE |
Project References B | &
Run/Debug Settings 1
. . . Mave Up
(D "Preprocessor Include Paths, Macras etc.” property page may define additional entries - |
< i > < [ | * |
® [ oK ] l Cancel ||
Figure 1-7. Library paths
15. After adding the library paths, add the library files. Click the Libraries tab. See
Figure 1-9.
16. Click the Add... button on the right, and a dialog appears.
17. Type the following into the File text box (see Figure 1-8): :mlib.a
18. Click OK, and then click the Add... button.
19. Type the following into the File text box: :gflib.a
20. Click OK, and then click the Add... button.

21.
22.
23.
24.
25.
26.

Type the following into the File text box: :gdflib.a
Click OK, and then click the Add... button.

Type the following into the File text box: :gmclib.a
Click OK, and then click the Add... button.

Type the following into the File text box: :amclib.a
Click OK, and you will see the libraries added in the list. See Figure 1-9.

B Add..

File:
mlib.a
[T Add to all configurations
[T Add te all languages
[T = Is a workspace path

Variables...
Workspace...

File system...

I“ ;

ok ]

Cancel

b

Figure 1-8. Library file inclusion
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27.

28.
29.

30.
31.

32.
33.

34.
35.

36.
37.

38.

Chapter 1 Library

| (el Includesl # 5ym|:}o|s| B Libraries |B Library Pathsl =

T :mlib.a
T :gflib.a
T :gmclib
=\ :gdflib
T :amclib

Figure 1-9. Libraries
In the right-hand dialog, select the Includes tab, and click GNU C in the Languages
list. See Figure 1-11.
Click the Add... button on the right, and a dialog appears. See Figure 1-10.
Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\MLIB\Include
Click OK, and then click the Add... button.
Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\GFLIB\Include
Click OK, and then click the Add... button.
Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\GDFLIB\Include
Click OK, and then click the Add... button.
Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\GMCLIB\Include
Click OK, and then click the Add... button.
Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC}NAMCLIB\Include
Click OK, and you will see the paths added in the list. See Figure 1-11. Click OK.

L ™

#  Add directory path @
Directony:

S{RTCESL_LOC}\MUB\inclUdEI

[T Add to all configurations

[T Add te all languages

[T = Is a workspace path

[ oK l ’ Cancel l

Figure 1-10. Library include path addition
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Library integration into project (Kinetis Design Studio)

-
B Properties for twrkv31f120m_demo_apps_hello_world [ . . ’ m‘ vhlﬁlg
type filter text Paths and Symbols =l A4

» Resource
Builders
. C/C++ Build Configuration: [Debug [ Active] '] [Manage Configurations...]
4 C/C++ General
» Code Analysis
i Documentation @ Includes | # Symbols | =i, Libraries I [P Library Paths I 2 Source Location I @ Re‘Ferences|
File Types
: Formatter Languages Include directories - Add...
| Indexer . Additional Assem | (£ /${ProjName}/board
Fl;aﬂhg'-'agj 2‘1395'?95 Assembly (= ${RTCESL_LOCAMLIB\Include
athe and Symbok GMNU C (5L ${RTCESL_LOCNGFLIB\Include
Preprocessor Include Pz
\ . (= ${RTCESL_LOCAGMCLIB\Include
Project References
| . . (= ${RTCESL_LOCNGDFLIB\Include
Run/Debug Settings o E
I (=L S{RTCESL_LOCNAMCLIB\Include i
@-c:,a‘nxp,a’mcuxpressoide_lU.U.U_de_a'ide.a'tools,a'redlib_a'include
@-c:,a‘nxp,a’mcuxpressoide_lU.U.U_de_a'ide.a'tools,a'features_a'include - M D
Move Down
@ "Preprocessor Include Paths, Macros etc.” property page may define additional entries
Show built-in values
l E.E: Import Settings... l ’ ?‘@ Export Settings... I
| — Restore Defaults Appl
I q | 1 2 il
@. [ oK l [ Cancel ]
E

Figure 1-11. Compiler setting

Type the #include syntax into the code where you want to call the library functions. In
the left-hand dialog, open the required .c file. After the file opens, include the following
lines into the #include section:

#include "mlib FP.h"

#include "gflib FP.h"

#include "gdflib FP.h"

#include "gmclib_ FP.h"
#include "amclib_FP.h"

When you click the Build icon (hammer), the project is compiled without errors.

1.3 Library integration into project (Kinetis Design Studio)

This section provides a step-by-step guide on how to quickly and easily include AMCLIB
into an empty project or any MCUXpresso SDK example or demo application projects
using Kinetis Design Studio. This example uses the default installation path (C:\NXP
\RTCESL\CM7F_RTCESL_4.5_KDS). If you have a different installation path, use that
path instead. If you want to use an existing MCUXpresso SDK project (for example the
hello_world project) see Library path variable. If not, continue with the next section.

AMCLIB User's Guide, Rev. 2, 11/2016
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1.3.1 Library path variable

To make the library integration easier, create a variable that will hold the information
about the library path.

1. Right-click the MyProject01 or MCUXpresso SDK project name node in the left-
hand part and click Properties, or select Project > Properties from the menu. A
project properties dialog appears.

2. Expand the Resource node and click Linked Resources. See Figure 1-12.

P, EEEEESS = B
% Properties for MyProject01 ‘ E@ﬂ

type filter text Linked Resources Nl T

4 Resource

linkerl B i Path Variables | Linked Resources
Resource Filters Path variables specify locations in the file system, including other path variables with the syntax "S${VAR}".
Builders The locations of linked rescurces may be specified relative to these path variables,
> C/C++ Build Defined path variables for resource "WMyProject01":
> C/C++ General
Mew...
Linux Tools Path f_\lame Value =
Project References (= ECLIPSE_HOME CANKPMEDS_3.0.00eclipsel Edit
Run/Debug Settings = PARENT_LOC CAKDSProjects\workspace.kds
- Task Repository = PROJECT_LOC CAKDSProjects\MyProject0l Remove
WikiText == WORKSPACE_LOC CAKDSProjects\workspace.kds
@ OK l [ Cancel
=
Figure 1-12. Project properties
3. Click the New... button in the right-hand side.

4. In the dialog that appears (see Figure 1-13), type this variable name into the Name
box: RTCESL_LOC.

5. Select the library parent folder by clicking Folder..., or just type the following path
into the Location box: C:\NXP\RTCESL\CM7F _RTCESL 4.5 KDS. Click OK.

AMCLIB User's Guide, Rev. 2, 11/2016
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Library integration into project (Kinetis Design Studio)

r_ R

Define a New Path Variable

Enter a new variable name and its associated location.

MName: RTCESL_LOC

Location: ICA\NXPARTCESLAC File.. || Folder. || Variable..
Resolved Location: C:\NXP\RTCESL\CM7F_RTCESL_4.3_KDS

@ [ ok || Concel

Figure 1-13. New variable

6. Create such variable for the environment. Expand the C/C++ Build node and click

Environment.

Click the Add... button in the right-hand side.

In the dialog that appears (see Figure 1-14), type this variable name into the Name

box: RTCESL_LOC.

9. Type the library parent folder path into the Value box: C:\NXP\RTCESL

\CM7F_RTCESL_4.5_KDS.

10. Tick the Add to all configurations box to use this variable in all configurations. See
Figure 1-14.

11. Click OK.

12. In the previous dialog, click OK.

* N

l{ﬁ Properties for MyPn:g'ectD‘ A Pra—— -9 wm - - l‘._lﬂli|
type filter text Environment Loy
[» Resource

Builders
a4 C/C++ Build Configuration: |debug [ Active] '] ’Manage Configurations...]
Build Variables
Envirenment
Legging . .
Environment variables to set
Settings
Toaol Chain Editar Variable Value Origin
Select...
-
(2] Edit...
RTCESL_LOC
CAMNXPVRTCESLACMTF_RTCESL_4.3_KDS Variables l Undefine l
Lo ]

Figure 1-14. Environment variable

AMCLIB User's Guide, Rev. 2, 11/2016
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1.3.2 Library folder addition

To use the library, add it into the Project tree dialog.

Chapter 1 Library

1. Right-click the MyProject01 or MCUXpresso SDK project name node in the left-
hand part and click New > Folder, or select File > New > Folder from the menu. A
dialog appears.

2. Click Advanced to show the advanced options.

(98]

Folder).

. To link the library source, select the option Link to alternate location (Linked

4. Click Variables..., select the RTCESL_LOC variable in the dialog, click OK, and/or
type the variable name into the box. See Figure 1-15.
5. Click Finish, and you will see the library folder linked in the project. See Figure

1-16.

e

:
PRISTRIRRS @ ——

Folder

—
Create a new folder resocurce, i .-_’

Enter or select the parent folder
MyProject0l
o

> 5 MyProject01
=+ RernoteSystemsTempFiles

Folder name: RTCESL_LOC

) = Use default location
[y Folder is not located in the file system (Virtual Folder)
@ (g Link te alternate lecation (Linked Folder)

RTCESL_LOC | Browse.. || Variables.. |

Cheoose file system:
Figure 1-15. Folder link

AMCLIB User's Guide, Rev. 2, 11/2016
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Library integration into project (Kinetis Design Studio)

a 25 MyProject01
> [a)! Includes
¢ = Includes
» [= Project_Settings
> [Fg RTCESL_LOC
4 = Sources
g main.c

Figure 1-16. Projects libraries paths

1.3.3 Library path setup

AMCLIB requires MLIB and GDFLIB and GFLIB and GMCLIB to be included too.
These steps show how to include all dependent modules:

1. Right-click the MyProjectO1 or MCUXpresso SDK project name node in the left-

hand part and click Properties, or select Project > Properties from the menu. A

project properties dialog appears.

Expand the C/C++ General node, and click Paths and Symbols.

In the right-hand dialog, select the Library Paths tab. See Figure 1-18.

Click the Add... button on the right, and a dialog appears.

Look for the RTCESL_LOC variable by clicking Variables..., and then finish the

path in the box by adding the following (see Figure 1-17): ${RTCESL_LOC }\MLIB.

Click OK, and then click the Add... button.

7. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the

path in the box by adding the following: ${RTCESL_LOC }\GFLIB.

Click OK, and then click the Add... button.

9. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the

path in the box by adding the following: ${RTCESL_LOC }\GDFLIB.

10. Click OK, and then click the Add... button.

11. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following: ${RTCESL_LOC}\GMCLIB.

12. Click OK, and then click the Add... button.

13. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box by adding the following: ${RTCESL_LOC}\AMCLIB.

14. Click OK, and the paths will be visible in the list. See Figure 1-18.

AN

*
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15.

16.
17.
18.
19.
20.
21.
22.
23.
24.
25.
26.

Chapter 1 Library

-
" Add.. o
I ———

Directony:
S{RTCESL_LOC}\MUB|
[T Add to all configurations
[T Add te all languages
[T = Is a workspace path
[ 0K ] [ Cancel ]
LS 4

Figure 1-17. Library path inclusion

type filter text Paths and Symbols (=g v
» Resource
Builders
. C/C++ Build Configuration: lDebug [ Active] '] [Manage Configurations...]
a C/C++ General
» Code Analysis
I Documentation | @ Includesl # Symbols | 1= Libraries| (B Library Paths |@' Source Location | =] References|
File Types
Formatter [P ${ProjDirPath}/Project_Settings/Linker_Files Add...
Indexer [P ${RTCESL_LOCHMLIB
Language Mappings (B ${RTCESL_LOCNGFLIE
Paths and Symbols (B ${RTCESL_LOCNGMCLIB
Preprocessor Include P: B ${RTCESL_LOCNGDFLIB
Profiling Categories B ${RTCESL_LOC)\AMCLIB I
Linux Tools Path

Figure 1-18. Library paths
After adding the library paths, add the library files. Click the Libraries tab. See
Figure 1-20.
Click the Add... button on the right, and a dialog appears.
Type the following into the File text box (see Figure 1-19): :mlib.a
Click OK, and then click the Add... button.
Type the following into the File text box: :gflib.a
Click OK, and then click the Add... button.
Type the following into the File text box: :gdflib.a
Click OK, and then click the Add... button.
Type the following into the File text box: :gmclib.a
Click OK, and then click the Add... button.
Type the following into the File text box: :amclib.a
Click OK, and you will see the libraries added in the list. See Figure 1-20.
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i Add.. %
File:
:mlib.a
[7] Add te all configurations
[T Add to all languages
[ = Is a workspace path
[ oK ] [ Cancel ]

Figure 1-19. Library file inclusion

| (el Includesl # 5ymbc-|s| B Libraries |[E,- Library Pathsl =

TEL :mlib.a
T :gflib.a
TEi agmclib
Tl :gdflib
TEi :amclib

Figure 1-20. Libraries

27. In the right-hand dialog, select the Includes tab, and click GNU C in the Languages
list. See Figure 1-22.

28. Click the Add... button on the right, and a dialog appears. See Figure 1-21.

29. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\MLIB\Include

30. Click OK, and then click the Add... button.

31. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\GFLIB\Include

32. Click OK, and then click the Add... button.

33. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\GDFLIB\Include

34. Click OK, and then click the Add... button.

35. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC }\GMCLIB\Include

36. Click OK, and then click the Add... button.

37. Look for the RTCESL_LOC variable by clicking Variables..., and then finish the
path in the box to be: ${RTCESL_LOC}\AMCLIB\Include

38. Click OK, and you will see the paths added in the list. See Figure 1-22. Click OK.
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g

Cancel
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Figure 1-21. Library include path addition

- Properties for MyPro

type filter text Paths and Symbols L=l v
» Resource
Builders
.| CfC++ Build Configuration: lDebug [ Active ] 'l lManage Configurations...]
4 C/C++ General
> Code Analysis
Docurnentation @ Includes | # Symbols | =, Libraries I =] Library Paths I 2 Source Location I @ Re‘Ferences|
File Types
Formatter Languages Include directeries Add...
Indexer _ Assembly BSources Edit
;a:hguagz zﬂaps'ﬂlgs GNU ¢ {=! Includes
aths and symuols GNU C++ (=l ${RTCESL_LOCAMLIB\include Delete

Preprocessor Include Pz
Profiling Categories
Linux Tools Path
Project References
Run/Debug Settings

(=l ${RTCESL_LOCNGFLIB\include

(=l ${RTCESL_LOCN\GMCLIB\include
(1= ${RTCESL_LOCAGDFLIB\include
[B ${RTCESL_LOCMAMCLIB\include Move Up

Export

Figure 1-22. Compiler setting

Type the #include syntax into the code. Include the library into the main.c file. In the left-
hand dialog, open the Sources folder of the project, and double-click the main.c file.
After the main.c file opens up, include the following lines in the #include section:
#include "mlib FP.h"

#include "gflib FP.h"

#include "gdflib FP.h"

#include "gmclib_FP.h"
#include "amclib FP.h"

When you click the Build icon (hammer), the project will be compiled without errors.

1.4 Library integration into project (Keil pVision)

This section provides a step-by-step guide on how to quickly and easily include AMCLIB
into an empty project or any MCUXpresso SDK example or demo application projects
using Keil pVision. This example uses the default installation path (C:\NXP\RTCESL
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\CM7F_RTCESL_4.5_KEIL). If you have a different installation path, use that path
instead. If any MCUXpresso SDK project is intended to use (for example hello_world
project) go to Linking the files into the project chapter otherwise read next chapter.

1.4.1 NXP pack installation for new project (without MCUXpresso
SDK)

This example uses the NXP MKV58F1MO0xxx22 part, and the default installation path
(CA\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL) is supposed. If the compiler has never
been used to create any NXP MCU-based projects before, check whether the NXP MCU
pack for the particular device is installed. Follow these steps:

1. Launch Keil uVision.

2. In the main menu, go to Project > Manage > Pack Installer....

3. In the left-hand dialog (under the Devices tab), expand the All Devices > Freescale
(NXP) node.

Look for a line called "KVxx Series" and click it.

In the right-hand dialog (under the Packs tab), expand the Device Specific node.
Look for a node called "Keil::Kinetis_ KVxx_DFP." If there are the Install or Update
options, click the button to install/update the package. See Figure 1-23.

7. When installed, the button has the "Up to date" title. Now close the Pack Installer.

AN

5 Pack Installer - C:\Keil_vS\VARM\PACK. (=[] =
File Packs Window Help
¥ | Device: Freescale - KVix Series
ﬂ Devices Boards ﬂ ﬂ Packs Examples ﬂ
| Search: - X Pack Action Description
Toieg /| Summary =I-Device Specific 1Pack
I © @ Atmel 257 Dewices =] +1- Keil:Kinetis KVia DFP | Install | Freescale Kinetis KV Series Device Support
% Freescale 234 Devices =) Generic 10 Packs
442 K Series T Device - ARM::CMSIS @ Up to date | CMSIS (Cortex Microcontroller Software Interface Standard)
w-%2 KOO Series 2 Devices +-Keil: ARM_Compiler @ Up to date | Keil ARM Compiler extensions
4 %2 K10 Series 23 Devices +I-KeilzJansson & _Install Jansson is a C library for encoding, decoding and manipula
2% K20 Series H1 Devices - Keil:MDK-Middleware | Update | Keil MDK-ARM Professional Middleware for ARM Cortex-M
4 %2 K30 Series & Devices +1- Keil:MDK-Network_DS Install Keil MDK-ARM Professional Middleware Dual-Stack IPvd/IP
w-%2 K40 Series 5 Devices - wIPz:IwIP @ Install IwlP is a light-weight implementation of the TCP/IP protocy
4 %2 K50 Series 1 Devices +I-Micrium:RTOS & _Install Micrium software components
w-%2 K50 Series 18 Devices +I-Oryx-Embedded:Midd... @ Install Middleware Package (CycloneTCP, CycloneS5sL and Cyclon
4 %2 K70 Series + Devices - wolfSSL:CyaSsL & _Install Light weight SSL/TLS and Crypt Library for Embedded Syste
2% KB Series 2 Devices | +I-YOGITECH:fRSTLAR... |y Install VOGITECH fRSTL Functional Safety EVAL Saftware Pack for
# “5 KEAoc Series 6 Devices
#- KExx Series 11 Devices
# 7 Ko« Series 54 Devices
#-H Kbt Series 14 Devices
# 7 Kiboc Series 26 Devices
#-H Kihee Series 8 Devices
+ “1 WPR1516 Series |1 Device
& U i nmie d || K o
Output ax
Refresh Pack descriptions
Update available for Keil:: MDK-Middleware (installed: 6.4.0, available: 7.0.0-beta)
Ready ONLINE

Figure 1-23. Pack Installer
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1.4.2 New project (without MCUXpresso SDK)

To start working on an application, create a new project. If the project already exists and
is opened, skip to the next section. Follow these steps to create a new project:
1. Launch Keil pVision.
2. In the main menu, select Project > New uVision Project..., and the Create New
Project dialog appears.
3. Navigate to the folder where you want to create the project, for example C:
\KeilProjects\MyProjectO1. Type the name of the project, for example MyProjectO1.
Click Save. See Figure 1-24.

E Create New Project

. v Computer » Systemn (C) » KeilProjects » MyProjectdl - Search MyProject01

File name:  MyProject0l

Save as type: [Project Files (*.uvproj; *.uvprox)

*. Browse Folders

Figure 1-24. Create New Project dialog
In the next dialog, select the Software Packs in the very first box.
Type " into the Search box, so that the device list is reduced to the devices.
Expand the node.

Click the MKV58F1MO0xxx22 node, and then click OK. See Figure 1-25.

CPU |

Nowns

ISoﬂware Packs LI

Vendor:  Freescale
Device:  MKVBEF1Mbeo22

Toolset:  ARM
Search: I
Diescription:
% Freescale ;I The Kinetis K\ family of MCU is a high-peformance solution offering -«
= V%g Kok Seri exceptional precigion, sensing and control targeting Industrial Motor
L EMES Control, Industrial Drives and Automation and Power Conversion
“')Eg KVlx applications.
v{g V3 Buitt upon the ARM Cortex-M7 core running at 240 MHz with single

precision floating point unit.

#% Kvdx It features high resolution pulse-width modulation (PWM)with 312
"‘73 picosecond resolution, 4x 12-bit analog-to-digital converters (ADCs)

= KVGx zampling at 5 mega samples per second (MS/s), 3 FlexCAN modules,

£ MEVSEFLMDaaa2 optional Bthemet Communications and comprehensive enablement

suite from Freescale and third-party rezources including reference
€1 MKVS6F5120022 designs, software libraries and motor corfiguration tools.
€

Figure 1-25. Select Device dialog
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8. In the next dialog, expand the Device node, and tick the box next to the Startup node.

See Figure 1-26.
9. Expand the CMSIS node, and tick the box next to the CORE node.

T

Software Component Sel. Variant Version  Description
= . CMSIS Cortex Microcontreller Software Interface Components
¥ CORE i 410 CMSIS-CORE for Cortex-M. 5C000. and SC300
¥ DsSP r 145 CMSIS-DSP Library for Cortex-M, SC000, and SC300
€ RTOS (APD) 10 CMSIS-RTOS APT for Cortex-M. 5C000. and 5C300
4 CMSIS Driver Unified Device Drivers compliant to CMSIS-Driver Specifications
& Compiler ARM Compiler Software Extensions
= ’ Device Startup, System Setup
¥ Startup g 100 System Startup for Kinetis KV58 220MHz devices devices devices
’ File System MDE-Pro 640 File Access on various storage devices
’ Graphics MDK-Pro 5261 User Interface on graphical LCD displays
’ Network MDK-Pro 640 1P Networking using Ethernet or Serial protocols
. UsB MDK-Pro G.4.0 USE Communication with varicus device classes

Figure 1-26. Manage Run-Time Environment dialog
10. Click OK, and a new project is created. The new project is now visible in the left-
hand part of Keil uVision. See Figure 1-27.

Ez CihKeilProjects\MyProject01\MyProjectd Luvprojx - u\ﬁsiur]
 — — e — —

File Edit Wiew Project Flash Debug Peripherals Tool
NS @] 3 B | | ?
e | 8 Targetn [=] & |
Project 1 @
= Project: MyProject0l
-4~ Targetl
[J Source Group 1
& cmsis
=9 Device
| ] startup_MKVS8F22.s (Startup)
|1 system_MKV58F22.c (Startup)
|1 system_MKVS8F22.h (Startup)

Figure 1-27. Project
11. In the main menu, go to Project > Options for Target 'Targetl'..., and a dialog
appears.
12. Select the Target tab.
13. Select Use Single Precision in the Floating Point Hardware option. See Figure 1-27.

— Code Generation
ARM Compiler: IUse default compiler version LI

[~ Use Cross-Module Optimization
™ Use MicroLIB ™ BigEndian

Floating Poirt Hardware: Use Single Precision [

Figure 1-28. FPU
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1.4.3 Linking the files into the project

AMCLIB requires MLIB and GDFLIB and GFLIB and GMCLIB to be included too. The
following steps show how to include all dependent modules.

To include the library files in the project, create groups and add them.

1. Right-click the Target 1 node in the left-hand part of the Project tree, and select Add
Group... from the menu. A new group with the name New Group is added.

2. Click the newly created group, and press F2 to rename it to RTCESL.

3. Right-click the RTCESL node, and select Add Existing Files to Group 'RTCESL'...
from the menu.

4. Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5 KEIL\MLIB\Include, and select the mlib_FP.h file. If the file
does not appear, set the Files of type filter to Text file. Click Add. See Figure 1-29.

[ mlib_FP

(2 MLIB_Log2_U16

[ MLIB_Mac_a32

[2 MLIB_Mac_F16_Asmi
[ MLIB_Mac_F32

(2 MLIB_Mac_F32_Asmi
[ MLUIB_Mac_FLT

[ MLIB_Mact_F32

[ MLIB_Macd_F32_Asmi

[ a0 1D Kaaca O T
4 I

1/22/2016 1:15 PM
6/20/2016 9:49 AM
6,/20/2016 9:49 AM
7/25/2016 8:27 AM
6,/20/2016 9:49 AM
7/25/2016 8:27 AM
6,/20/2016 9:49 AM
6/20/2016 9:49 AM
7/25/2016 8:27 AM

ENNTE LD AR

File name: |m|ib_FF'

Files of type: |Text file {*bd; =h; “inc)

Look in: | J Include j [ =% BB
Mame = Date modified i
Q{ MLIB_Dinv1Q_F32 6/20/2016 9:49 AM

-

k

j Close

Figure 1-29. Adding .h files dialog
5. Navigate to the parent folder C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\MLIB,

and select the mlib.lib file. If the file does not appear, set the Files of type filter to
Library file. Click Add. See Figure 1-30.
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Lookin: | J. MLIB ~| & & e B
MName : Date modified Ty
! Include 20.10.2014 15:37 Fi
|| MLIB.lib 16.10.2014 9:19 LI
4 m b
File name:  [MLIBib
Files of type: | Library file (" ib) | Closs

Figure 1-30. Adding .lib files dialog

6. Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_KEIL\GFLIB\Include, and select the gflib_FP.h file. If the
file does not appear, set the Files of type filter to Text file. Click Add.

7. Navigate to the parent folder C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\GFLIB,
and select the gflib.lib file. If the file does not appear, set the Files of type filter to
Library file. Click Add.

8. Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_KEIL\GDFLIB\Include, and select the gdflib_FP.h file. If the
file does not appear, set the Files of type filter to Text file. Click Add.

9. Navigate to the parent folder C:\ANXP\RTCESL\CM7F_RTCESL_4.5_KEIL
\GDFLIB, and select the gdflib.lib file. If the file does not appear, set the Files of
type filter to Library file. Click Add.

10. Navigate into the library installation folder C:\ANXP\RTCESL
\CM7F_RTCESL_4.5_KEIL\GMCLIB\Include, and select the gmclib_FP.h file. If
the file does not appear, set the Files of type filter to Text file. Click Add.

11. Navigate to the parent folder C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL
\GMCLIB, and select the gmclib.lib file. If the file does not appear, set the Files of
type filter to Library file. Click Add.

12. Navigate into the library installation folder C:\ANXP\RTCESL
\CM7F_RTCESL 4.5 KEIL\AMCLIB\Include, and select the amclib_FP.h file. If
the file does not appear, set the Files of type filter to Text file. Click Add.

13. Navigate to the parent folder C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL
\AMCLIB, and select the amclib.lib file. If the file does not appear, set the Files of
type filter to Library file. Click Add.

14. Now, all necessary files are in the project tree; see Figure 1-31. Click Close.
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l Project |
=% Project MyProject0l
g Targetl
[ Source Group 1
B[ RTCESL
_1 mlib_FP.h
] MLUR.ib
_1 gflib_FP.h
] GFLIB.lib
_1 gmclib_FP.h
] GMCLIB.lib
_] gdflib_FP.h
] GODFLIE.lik
_] amclib_FP.h
.1 AMCLIB.lib
& CMsIs
E@ Device

Figure 1-31. Project workspace

1.4.4 Library path setup

The following steps show the inclusion of all dependent modules.

1.

2.
3.

i

In the main menu, go to Project > Options for Target 'Targetl'..., and a dialog
appears.
Select the C/C++ tab. See Figure 1-32.
In the Include Paths text box, type the following paths (if there are more paths, they
must be separated by ';') or add them by clicking the ... button next to the text box:
e "C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\MLIB\Include"
e "C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\GFLIB\Include"
e "C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\GDFLIB\Include"
e "C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\GMCLIB\Include"
e "C:\NXP\RTCESL\CM7F_RTCESL_4.5_KEIL\AAMCLIB\Include"
Click OK.
Click OK in the main dialog.
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Undefine: I

— Language / Code Generation
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Controls
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control |- C:\KeilProjects \MyProject01\RTE
string

Figure 1-32. Library path addition

Type the #include syntax into the code. Include the library into a source file. In the new
project, it is necessary to create a source file:

1. Right-click the Source Group 1 node, and Add New Item to Group 'Source Group
1'... from the menu.

2. Select the C File (.c) option, and type a name of the file into the Name box, for
example 'main.c'. See Figure 1-33.
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-

Add MNew Item to Group "Source Group 1°

Create a new C source file and add it to the projed
C | CFie ()

@ C++ File (cpp)
\ﬂ Asm File (.5)

\ﬂ Header File (h)
é Teat File (i)
@ Image File (%)
7‘@ User Code Template

Type:
Marme: | i, &
Location: | C:\KeilProjects\MyProjectd1
Add Close |
—

Figure 1-33. Adding new source file dialog
3. Click Add, and a new source file is created and opened up.
4. In the opened source file, include the following lines into the #include section, and
create a main function:
#include "mlib FP.h"
#include "gflib FP.h"
#include "gdflib_FP.h"

#include "gmclib_FP.h"
#include "amclib FP.h"

int main(void)

while (1) ;

}
When you click the Build (F7) icon, the project will be compiled without errors.

1.5 Library integration into project (IAR Embedded
Workbench)

This section provides a step-by-step guide on how to quickly and easily include the
AMCLIB into an empty project or any MCUXpresso SDK example or demo application
projects using IAR Embedded Workbench. This example uses the default installation
path (C:\NXP\RTCESL\CM7F_RTCESL_4.5_IAR). If you have a different installation
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path, use that path instead. If any MCUXpresso SDK project is intended to use (for
example hello_world project) go to Linking the files into the project chapter otherwise
read next chapter.

1.5.1 New project (without MCUXpresso SDK)

This example uses the NXP MKV58F1MO0Oxxx22 part, and the default installation path
(CANXP\RTCESL\CM7F_RTCESL_4.5_IAR) is supposed. To start working on an
application, create a new project. If the project already exists and is opened, skip to the
next section. Perform these steps to create a new project:

1. Launch IAR Embedded Workbench.

2. In the main menu, select Project > Create New Project... so that the "Create New

Project" dialog appears. See Figure 1-34.

Create New Project ‘_ @

Taol chain: [&RM -

Project templates:

- asm P
- C++

|55

DLIE [C, C++ with exceptions and RTTI]
DLIE [C, Extended Embedded C++) il

m

R e |

Dezcription:
C project uzing default tool gettings inchuding an empty main.c file.

[ oK ] [ Cancel ]

Figure 1-34. Create New Project dialog

3. Expand the C node in the tree, and select the "main" node. Click OK.

4. Navigate to the folder where you want to create the project, for example, C:
\[ARProjects\MyProjectO1. Type the name of the project, for example, MyProjectO1.
Click Save, and a new project is created. The new project is now visible in the left-
hand part of IAR Embedded Workbench. See Figure 1-35.
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Workspace x main.cl
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Files £ B P

E}& JMyProjectd] -Deb__ | v | | return 0;

FrIEin.c * ]

L@ 3 Output

Figure 1-35. New project
5. In the main menu, go to Project > Options..., and a dialog appears.
6. In the Target tab, select the Device option, and click the button next to the dialog to
select the MCU. In this example, select NXP > KV5x > NXP MKV58F1MO0Oxxx22.
Select VFPvV5 single precision in the FPU option. Click OK. See Figure 1-36.

- ™y
e~

Categony:

Static Analysis
Runtime Checking
C/C-++ Compiler Target | Qutput | Library Configuration | Library Options | MISRAC.200/ 4 | »
Assembler
Qutput Converter
Custom Build
Build Actions 71 Caore Cortex-M7
Linker -
Debugger @ Device  MXP MKV5EF1MBocc22
Simulator
Angel
CMS3IS DAP
GDE Server
IAR ROM-monitor ©®) Little FPU
I4et/TTAGIet Big -
J-Link/1-Trace BE3
TI Stellaris @ BES
Macraigor - =
PE micro
RDI
STLIMK
Third-Party Driver
TI XDS [ 0K

Processor variant

Endian mode Floating poirt settings

D reqisters 16

Advanced SIMD (NEON)

] [ Cancel

Figure 1-36. Options dialog
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1.5.2 Library path variable

To make the library integration easier, create a variable that will hold the information
about the library path.

1.

2.

e

In the main menu, go to Tools > Configure Custom Argument Variables..., and a
dialog appears.

Click the New Group button, and another dialog appears. In this dialog, type the
name of the group PATH, and click OK. See Figure 1-37.

B ' Configure Custom Argument Variables

Workspace | Global

~ahle Grour
Enable Group

MNew Group m

Mame: PATH

lable...

|'\

. Fiable
OK ] l Cancel ‘ =

)

prt...

Expand/Collapse Al

[ Hide disabled groups

[ OK ] [ Cancel

Figure 1-37. New Group
Click on the newly created group, and click the Add Variable button. A dialog
appears.
Type this name: RTCESL_LOC
To set up the value, look for the library by clicking the '..." button, or just type the
installation path into the box: C:\NXP\RTCESL\CM7F_RTCESL_4.5_IAR. Click
OK.
In the main dialog, click OK. See Figure 1-38.
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B ' Configure Custom Argument Variables P
Workspace | Global
[ pATH Disable Group
Add Variable S
MName: RCTESL_LOC
Value: C\WAP\RTCESL\CM7E_RCTESL 4.3 IAR| D
[ 0K ] [ Cancel ]

Figure 1-38. New variable

1.5.3 Linking the files into the project

AMCLIB requires MLIB and GDFLIB and GFLIB and GMCLIB to be included too. The
following steps show the inclusion of all dependent modules.

To include the library files into the project, create groups and add them.

1. Go to the main menu Project > Add Group...

2. Type RTCESL, and click OK.

3. Click on the newly created node RTCESL, go to Project > Add Group..., and create
a MLIB subgroup.

4. Click on the newly created node MLIB, and go to the main menu Project > Add
Files... See Figure 1-40.

5. Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_TAR\MLIB\Include, and select the mlib_FP.h file. (If the file
does not appear, set the file-type filter to Source Files.) Click Open. See Figure 1-39.

6. Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL 4.5 TAR\MLIB, and select the mlib.a file. If the file does not
appear, set the file-type filter to Library / Object files. Click Open.

e i
rstem (C:) » NXP » RTCESL » CM7F_RTCESL 4.3_IAR » MLIB » Include

e —

it Mame Date modified Type
.| mlib_FRh 16.6.2015 13:17 H File
| MLIB_Log2_U16.h 16.6.201513:17 H File

Figure 1-39. Add Files dialog
7. Click on the RTCESL node, go to Project > Add Group..., and create a GFLIB

subgroup.
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8.

9.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

Click on the newly created node GFLIB, and go to the main menu Project > Add
Files....

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_IAR\GFLIB\Include, and select the gflib_FP.h file. (If the file
does not appear, set the file-type filter to Source Files.) Click Open.

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_IAR\GFLIB, and select the gflib.a file. If the file does not
appear, set the file-type filter to Library / Object files. Click Open.

Click on the RTCESL node, go to Project > Add Group..., and create a GDFLIB
subgroup.

Click on the newly created node GDFLIB, and go to the main menu Project > Add
Files....

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_IAR\GDFLIB\Include, and select the gdflib_FP.h file. (If the
file does not appear, set the file-type filter to Source Files.) Click Open.

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_IAR\GDFLIB, and select the gdflib.a file. If the file does not
appear, set the file-type filter to Library / Object files. Click Open.

Click on the RTCESL node, go to Project > Add Group..., and create a GMCLIB
subgroup.

Click on the newly created node GMCLIB, and go to the main menu Project > Add
Files....

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_TAR\GMCLIB\Include, and select the gmclib_FP.h file. If the
file does not appear, set the file-type filter to Source Files. Click Open.

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL_4.5_IAR\GMCLIB, and select the gmclib.a file. If the file does
not appear, set the file-type filter to Library / Object files. Click Open.

Click on the RTCESL node, go to Project > Add Group..., and create an AMCLIB
subgroup.

Click on the newly created node AMCLIB, and go to the main menu Project > Add
Files....

Navigate into the library installation folder C:\NXP\RTCESL
\CM7F_RTCESL 4.5 TAR\AMCLIB\Include, and select the amclib_FP.h file. If the
file does not appear, set the file-type filter to Source Files. Click Open.

Navigate into the library installation folder C:\NXP\RTCESL

\CM7F_RTCESL_4.5 TAR\AMCLIB, and select the amclib.a file. If the file does
not appear, set the file-type filter to Library / Object files. Click Open.

Now you will see the files added in the workspace. See Figure 1-40.
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main.c
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Figure 1-40. Project workspace

1.5.4 Library path setup
The following steps show the inclusion of all dependent modules:

1. In the main menu, go to Project > Options..., and a dialog appears.
2. In the left-hand column, select C/C++ Compiler.
3. In the right-hand part of the dialog, click on the Preprocessor tab (it can be hidden in
the right; use the arrow icons for navigation).
4. In the text box (at the Additional include directories title), type the following folder
(using the created variable):
e SRTCESL_LOC$\MLIB\Include
e SRTCESL_LOCS$\GFLIB\Include
* SRTCESL_LOCS$\GDFLIB\Include
e SRTCESL_LOC$\GMCLIB\Include
e SRTCESL_LOC$\AMCLIB\Include
5. Click OK in the main dialog. See Figure 1-41.
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F Bl

General Options [ Multifile Compilation
Static Analysis Discard Unused Publics
Runtime Checking
| Language 1 I Language 2 I Code I Optimizations I Output I List | Hlatalin
Assembler
QOutput Converter
Custom Build
Build Actions [ lgnore standard include directories
gnl;er Additional include directories: jone per ling)
il SRTCESL_LOCS\MLIB\include - &
simuator SRTCESL_LOCS\GFLIB\nclude
Angel SRTCESL LOCSVGMCLIBYnclude
CMSIS DAP SRTCESL_LOCESMGDFLIBNNnclude
GOB Server SRTCESL_LOCS\AMCLIBNinclude -
TAR. ROM-monitor Preinclude file:
T4et/TTAGet |
J-Link/1-Trace E]
TI Stellaris Defined symbols: (one per line)
Macraigor n || Preprocessor outpit to file
PE micro Preserve comments
RDI Generate Hine directives
ST-LIMK
Third-Party Driver
TI XDS
[ QK. ] l Cancel

Figure 1-41. Library path adition

Type the #include syntax into the code. Include the library included into the main.c file.
In the workspace tree, double-click the main.c file. After the main.c file opens up, include
the following lines into the #include section:

#include "mlib FP.h"

#include "gflib FP.h"

#include "gdflib_FP.h"

#include "gmclib FP.h"
#include "amclib_ FP.h"

When you click the Make icon, the project will be compiled without errors.
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2.1 AMCLIB_ACIMCtrIMTPA

The AMCLIB_ACIMCtrIMTPA function enables to minimize the ACIM losses by
applying the Max Toque per Ampere (MTPA) strategy. The principle is derived from the
ACIM torque equation:

3 L2 . . 3 L . .
T(0) =5 Ppr ia(Oy) "isg(Op) =7 - Ppr T " |isag| -5in(2-6y)

Equation 1

where:

* iy is the D component of the stator current vector
* igq 1s the Q component of the stator current vector
* igqq 18 the stator current vector

* O is the angle of stator the current vector

L, is the rotor equivalent inductance

* L, is the mutual equivalent inductance

* Pp is the motor pole pair number constant

* T is the motor mechanic torque

Motor torque depends on the angle of the stator current vector. Maximum eficency
(minimum stator joule losses) can be calculated when motor torque differential is equal
Zero:

ar(e,) _3 23

a0, =3 Pr T lisag| -cos(2-0y) =0=>0,=%

Equation 2

It is clear that the stator current components must be the same values to achieve theB; =
n/4 angle. The MTPA stator current vector trajectory in consideration of the igq limits
given by the minimal field excitation and current limitations is shown in Figure 2-1).
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Figure 2-1. Minimal losses stator current vector trajectory with limits

2.1.1 Available versions

The available versions of the AMCLIB_ACIMCtrIMTPA function are shown in the
following table:

Table 2-1. Init function versions

Function name Input type Parameters Result
IdMin | IdMax type
AMCLIB_ACIMCtrIMTPAInit_FLT |float_t float_t AMCLIB_ACIM_CTRL_MTPA_T_FLT * void

The input arguments are the 32-bit single precision floating-point values that contain the
limits for isq. They both are positive values (the minimum must be lower than the
maximum) and the pointers to a structure that contains the parameters defined in
AMCLIB_ACIM_CTRL_MTPA_T_FLT type description.

Table 2-2. Function version

Function name Input Parameters Result
type type
AMCLIB_ACIMCtrIMTPA_FLT |float_t AMCLIB_ACIM_CTRL_MTPA_T_FLT * float_t

The input arguments are the 32-bit single precision floating-point values that contain the
limits for isq. They both are positive values (the minimum must be lower than the maximum)
and the pointers to a structure that contains the parameters defined in
AMCLIB_ACIM_CTRL_MTPA_T_FLT type description.
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2.1.2 AMCLIB_ACIM_CTRL_MTPA_T_FLT type description

Variable Data type Description
name
fltidExpParam |GDFLIB_FILTER_EXP_T_FLT |The exponential filter structure for the igq current filtration. Set by the user.
fltLowerLim float_t The minimal output limit of igy. Usually determined from the minimum

ACIM rotor flux excitation, as shown in Figure 2-1. Set by the user, must
be a positive value lower than the upper limit.

fltUpperLim float_t The maximal output limit of isg. Usually determined from the maximum
(typically nominal) ACIM current, as shown in Figure 2-1. Set by the user,
must be a positive value higher than the lower limit.

2.1.3 Declaration
The available AMCLIB_ACIMCtrIMTPAInit functions have the following declarations:

void AMCLIB ACIMCtrlMTPAInit FLT(float t f1ltMin,float t fltMax,AMCLIB ACIM CTRL MTPA T FLT
*
psCtrl)

The available AMCLIB_ACIMCtrIMTPA functions have the following declarations:

float_t AMCLIB_ACIMCtrlMTPA FLT (float t fltIg,AMCLIB ACIM CTRL _MTPA T FLT *psCtrl)

2.1.4 Function use
The use of the AMCLIB_ACIMCtrIMTPA function is shown in the following example:

#include "amclib.h"

static AMCLIB ACIM CTRL_MTPA T FLT sMTPAParam;
static float t fltIsd;

static float t fltIsqg;

static float_t f1tIDMin;

static float_ t fltIDMax;

void Isr (void) ;

void main (void)

{
/* Structure parameter setting */
sMTPAParam.sCtrl.fltIdExpParam.£f1tA = 0.05F;
f1tIDMin = 0.1F;
fltIDMax = 2.2F;

/* Initialization of the ACIMCtrlMTPA's structure */
AMCLIB_ACIMCtrlMTPAInit_FLT (£1tIDMin, fltIDMax, &sMTPAParam) ;

/* Assign Isqg value */
fltIsq = -0.6F;

AMCLIB User's Guide, Rev. 2, 11/2016
NXP Semiconductors 41




A
AMCLIB_ACIMRotFluxObsrv

/* Periodical function or interrupt */
void Isr (void)

/* Calculating required Isd by MTPA algorithm */
fltIsd = AMCLIB_ACIMCtrlMTPA_FLT(fltIsq, &sMTPAParam) ;

}

2.2 AMCLIB_ACIMRotFluxObsrv

The AMCLIB_ACIMRotFluxObsrv function calculates the ACIM flux estimate and its
position (angle) from the available measured signals (currents and voltages). In the case
of ACIM FOC, the rotor flux position (angle) is needed to perform the Park
transformation.

The closed-loop flux observer is formed from the two most desirable open-loop
estimators, which are referred to as the voltage model and the current model (as shown in
Figure 2-2). The current model is used for low-speed operation and the voltage model is
used for high-speed operation. A smooth transition between these two models is ensured
by the PI controller.

Voltage model

Current model i ‘ Rs ‘ ‘ ols ‘
u—" P by,
I $ > amn(,,—rﬁ) >
o~ —~ ra
1, —»| e‘]ewr —» m .

S| =S P S e RS EYR :
1+s.7, e Controller comp s ¥,

Figure 2-2. ACIM rotor flux observer block diagram

The voltage model (stator model) is used to estimate the stator flux-linkage vector or the
rotor flux-linkage vector without a speed signal. The voltage model is derived by
integrating the stator voltage equation in the stator stationary coordinates as:

a7,

E;:Rs'l_.s’+7
v [ R T
— Lr(—)

¥, =L, V/‘V_LS.O-.ZTS’)

Equation 3

Expressed in discrete form as:
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V0= i U = D+ T (o) = Ry i)
v 0= v k= 1)+ T (k) — R 0)
v, ()= 7=(y (1)~ Ly 0 i (k)
v, D=2, ) Lo if0)

Equation 4

where:

* u, is the stator voltage vector

* i, is the stator current vector

» W, is the stator flux-linkage vector

» Y. is the rotor flux-linkage vector

* W, is the rotor electrical angular speed
* W 1s the electrical angular slip speed
* R, is the stator resistance

* R, is the rotor equivalent resistance

* L, is the stator equivalent inductance
L, is the rotor equivalent inductance

* L, is the mutual equivalent inductance
* T, 1s the motor electrical time constant
* T, is the sample time

O is the motor leakage coefficient

These equations show that the rotor flux linkage is basically the difference between the
stator flux-linkage and the leakage flux. The rotor flux equation is used to estimate the

respective flux-linkage vector, corresponding angle. The argument ¥, of the rotor flux-
linkage vector is the rotor field angle Oy, calculated as:

Y,
ez//r = atan(m)

Equation 5
The voltage model (stator model) is sufficiently robust and accurate at higher stator

frequencies. Two basic deficiencies can degrade this model as the speed reduces: the
integration problem, and model’s sensitivity to stator resistance mismatch.

The current model (rotor model) is derived from the differential equation of the rotor
winding. The stator coordinate implementation is:

v, Ly—

1A 1—>

dt :T_rlsff_rwrfjwslip'v;

Equation 6
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When applying field-oriented control assumptions (such as W, = 0), then the rotor flux
estimated by the current model in the synchronous rotating frame is:

Equation 7

In discrete form:

T Ly .
v, 0=, k= D+ T2 )]

7

Equation 8

The accuracy of the rotor model depends on correct model parameters. It is the rotor time
constant in particular that determines the accuracy of the estimated field angle (the most
critical variable in a vector-controlled drive).

2.2.1 Available versions

The available versions of the AMCLIB_ACIMRotFluxObsrv function are shown in the
following table:

Table 2-3. Init version

Function name Parameters Result type
AMCLIB_ACIMRotFluxObsrvinit_FLT AMCLIB_ACIM_ROT_FLUX_OBSRV_T_FLT * void
The initialization does not have any input.

Table 2-4. Function version

Function name Input/output type Result type
AMCLIB_ACIMRotFluxObsrv_FLT Input GMCLIB_2COOR_ALBE_T_FLT * void
GMCLIB_2COOR_ALBE_T_FLT *
Parameters |AMCLIB_ACIM_ROT_FLUX_OBSRV_T_FLT *

Rotor flux observer with a 32-bit single precision floating-point inputs: stator current
and voltage in alpha-beta coordinates. All are within the full range. The function does
not return anything. All calculated variables are stored in the
AMCLIB_ACIM_ROT_FLUX_OBSRV_T_FLT structure.
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2.2.2 AMCLIB_ACIM_ROT_FLUX_OBSRV_T_FLT type

description
Variable name Data type Description
sPsiRotRDQ GMCLIB_2COOR_DQ_T_F |[The output rotor flux estimated structure calculated from the
LT current model. The structure consists of the D and Q rotor flux
components stored for the next steps. The quadrature
component is forced to zero value - required by FOC.
sPsiRotSAIBe GMCLIB_2COOR_ALBE_T_ | The output rotor flux estimated structure calculated from the
FLT voltage model. The structure consists of the alpha and beta rotor
flux components stored for the next steps.
sPsiStatSAIBe GMCLIB_2COOR_ALBE_T_ | The output stator flux estimated structure calculated from the
FLT voltage model. The structure consists of the alpha and beta
stator flux components stored for the next steps.
fltTorque float_t The output estimated motor torque calculated as:
3 L . .
T=§ 'PP'L_r: ( Wra'lsﬂ' g’rﬁ'lsa)
The variable is a 32-bit single precision floating-point type value.
a32RotFluxPos acc32_t The output rotor flux estimated electric position (angle) - a 32-bit
accumulator is normalized to the range <-1; 1) that represents
an angle (in radians) within the range <-m ; m).
sCitrl fltCompAlphalnteg |float_t The state variable in the alpha part of the controller; integral part
1 at step k-1.
fliCompBetalnteg_ |float_t The state variable in the beta part of the controller; integral part
1 at step k-1.
fltCompAlphaErr_ |float_t The state variable in the alpha part of the controller; error part at
1 step k-1.
fltCompBetaErr_1 |float_t The state variable in the beta part of the controller; error part at
step k-1.
fltPGain float_t The proportional gain Kp for the stator model Pl correction. Set
by the user.
fltIGain float_t The integration gain Ki for the stator model PI correction. Set by
the user.
fltPsiRA1Gain float_t The gain is defined as:
T vhere: 7= L
m where: 7, = E
The parameter is a 32-bit single precision floating-point type non-
negative value. Set by the user.
fltPsiRB1Gain float_t The coefficient gain is defined as:
Ly Ty here: 7. — L,
.+ T, Where: 7, = ¢~
The parameter is a 32-bit single precision floating-point type non-
negative value. Set by the user.
fltPsiSA1Gain float_t The gain is defined as:
1 ~
1+ Ts'zﬂ'-'jinteg

Table continues on the next page...
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Variable name Data type Description

The finteg is @ cut-off frequency of a low-pass filter approximation
of a pure integrator. The parameter is a 32-bit single precision
floating-point type non-negative value. Set by the user.

fltPsiSA2Gain float_t The coefficient gain is defined as:

L .
1+T‘Y.zﬂ:.finteg *

The fineg is @ cut-off frequency of a low-pass filter approximation
of a pure integrator. The parameter is a 32-bit single precision
floating-point type non-negative value. Set by the user.

fltKrinvGain float_t The gain is defined as:
L
L

The parameter is a 32-bit single precision floating-point type non-
negative value. Set by the user.

fltKrLsTotLeakGain float_t The coefficient gain is defined as:

Li-L-1}
L

The parameter is a 32-bit single precision floating-point type non-
negative value. Set by the user.

fltRsEst float_t The stator resistance parameter is a 32-bit single precision
floating-point type non-negative value. Set by the user.
fltTorqueGain float_t The torque constant coefficient gain is defined as:
3 - PP - Lm
2-L,

The Pp is a number of motor pole-pairs. The parameter is a 32-
bit single precision floating-point type non-negative value. Set by
the user.

2.2.3 Declaration
The available AMCLIB_ACIMRotFluxObsrvInit function has the following declaration:

void AMCLIB_ACIMRotFluxObsrvInit FLT (AMCLIB ACIM ROT FLUX OBSRV T FLT *psCtrl)

The available AMCLIB_ACIMRotFluxObsrv_FLT function has the following
declaration:

void AMCLIB_ACIMRotFluxObsrv_FLT (const GMCLIB_2COOR_ALBE T FLT *psISAlBe, const
GMCLIB 2COOR_ALBE T FLT *psUSAlBe, AMCLIB ACIM ROT FLUX OBSRV T FLT *psCtrl)
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2.2.4 Function use

The use of the AMCLIB_ACIMRotFluxObsrv_FLT function is shown in the following
example:

#include "amclib.h"

static GMCLIB_2COOR_ALBE_T_FLT sIsAlBe, sUsAlBe, sPsiRAlBe;
static AMCLIB ACIM ROT FLUX OBSRV T FLT sRfoParam;

void Isr (void) ;

void main (void)

sRfoParam.sCtrl.fltPGain 32750.0F;
sRfoParam.sCtrl.fltIGain 12500.0F;
sRfoParam. fl1tKrInvGain 1.0851063829787235F;

sRfoParam.fltKrLsTotLeakGain
sRfoParam.f1ltPsiRA1Gain
sRfoParam.f1ltPsiRB1Gain
sRfoParam.fltPsiSAl1Gain
sRfoParam.fltPsiSA2Gain
sRfoParam.fltRsEst

0.08340425531914897F;
0.995151077592515F;
0.002278993531517996F;
0.9981185907806752F;
0.00009981185907806752F;
26 .06F;

/* Initialization of the RFO's structure */
AMCLIB ACIMRotFluxObsrvInit FLT (&sRfoParam) ;

sIsAlBe.fltAlpha = 0.05F;
sIsAlBe.fltBeta = 0.1F;
sUsAlBe.fltAlpha = 0.2F;
sUsAlBe.fltBeta = -0.1F;

}

/* Periodical function or interrupt */
void Isr (void)

{

/* Rotor flux observer calculation */
AMCLIB ACIMRotFluxObsrv FLT (&sIsAlBe, &sUsAlBe, &sRfoParam) ;

2.3 AMCLIB_ACIMSpeedMRAS

The AMCLIB_ACIMSpeedMRAS function is based on the model reference approach
(MRAS), and it uses the redundancy of two machine models of different structures that
estimate the same state variable based on different sets of input variables. It means that
the rotor speed can obtained using an estimator with MRAS principle, in which the error
vector is formed from the outputs of two models (both dependent on different motor
parameters) - as shown in Figure 2-3.
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Figure 2-3. The estimated and real rotor dq synchronous reference frames

The closed-loop flux observer provides a stationary-axis-based rotor flux Wi from RFO
as a reference for the MRAS model, whereas the adaptive model of MRAS is the current-
mode flux observer, which provides adjustable stationary-axis-based rotor flux:

JEE——

b— =1 YMRAS + gy, - yMRAS +

Ly,—

7, Is

Equation 9

where:

* i, is the stator current vector

» Y. is the rotor flux-linkage vector

* W, is the rotor electrical angular speed
* T, 1s the rotor electrical time constant

* L, is the mutual equivalent inductance

The phase angle between the two estimated rotor flux vectors is used to correct the
adaptive model, according to:

erIRAS = ng{«"o . W%RAS — ‘//5/50 . V/%RAS
Equation 10

The estimated speed wg is adjusted by a PI regulator.

2.3.1 Available versions

The available versions of the AMCLIB_ACIMSpeedMRAS function are shown in the
following table:
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Table 2-5. Init version
Function name Parameters Result type
AMCLIB_ACIMSpeedMRASInit_FLT AMCLIB_ACIMSpeedMRAS_T_FLT * void
The initialization does not have an input.
Table 2-6. Function version
Function name Input/output type Result type
AMCLIB_ACIMSpeedMRAS_FLT Input GMCLIB_2COOR_ALBE_T_FLT * void
GMCLIB_2COOR_ALBE_T_FLT *
acc32_t
Parameters AMCLIB_ACIMSpeedMRAS_T_FLT *

The AMCLIB_ACIMSpeedMRAS_FLT function with a 32-bit single precision
floating-point inputs: stator current and voltage in alpha-beta coordinates, and a
32-bit accumulator input rotor position (lower fraction 15 bits = position, higher
integer bits are not used). All are within the full range.

2.3.2 AMCLIB_ACIMSpeedMRAS_T_FLT type description

Variable name

Data type

Description

fliSpeedlIR1Param

GDFLIB_FILTER_IIR1_T_F
LT

The IIR1 filter structure for estimated speed filtration. Set by the
user.

sPsiRotRDQ GMCLIB_2COOR_DQ_T_F |The output rotor flux estimated structure from the current model.
LT The structure consists of the D and Q rotor flux components
stored for the next step.
fliSpeed float_t The output rotor estimated electrical speed.
fltSpeedEllIR1 float_t The output rotor estimated electrical speed filtered.
fliSpeedMellR1 float_t The output rotor estimated mechanical speed filtered.
a32RotPos acc32_t The output rotor estimated electric position (angle) - a 32-bit
accumulator is normalized to the range <-1 ; 1) that represents
an angle (in radians) within the range <-m ; m).
sCtrl fliSpeedinteg_1 float_t The speed integral part - state variable at step k-1 of the
electrical speed controller.
fltSpeedErr_1 float_t The speed error - state variable at step k-1 of the electrical
speed controller.
fltiPGain float_t The MRAS proportional gain coefficient. Set by the user.
fltIGain float_t The MRAS integral gain coefficient. Set by the user.
fltPsiRA1Gain float_t The coefficient gain is defined as:

7 L
e where: 7, = R,

The parameter is a 32-bit single precision floating-point type non-
negative value. Set by the user.

Table continues on the next page...
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Variable name Data type Description

fltPsiRB1Gain float_t The coefficient gain is defined as:

Ly, T L
T, where: 7, = R,

The parameter is a 32-bit single precision floating-point type non-
negative value. Set by the user.

fltTs float_t The sample time constant - the time between the steps. Set by
the user.
fltSpeedMeGain float_t The speed gain coefficient, defined as:
60
27[ - PP

Where Pp is the number of motor pole-pairs. The parameter is a
32-bit single precision floating-point type non-negative value. Set
by the user.

2.3.3 Declaration

The available AMCLIB_ACIMSpeedMRASInit functions have the following
declarations:

void AMCLIB_ACIMSpeedMRASInit FLT (AMCLIB ACIM_ SPEED MRAS_T *psCtrl)

The available AMCLIB_ACIMSpeedMRAS functions have the following declarations:

void AMCLIB_ACIMSpeedMRAS FLT (const GMCLIB 2COOR_ALBE T FLT *psISAlBe, const
GMCLIB 2COOR_ALBE T FLT *psPsiRAlBe, acc32 t a32RotPos, AMCLIB ACIM SPEED MRAS T *psCtrl)

2.3.4 Function use

The use of the AMCLIB_ACIMSpeedMRAS function is shown in the following
example:

#include "amclib.h"

static GMCLIB_2COOR_ALBE_T_FLT sIsAlBe, sPsiRAlBe;
static AMCLIB_ACIM_ SPEED_MRAS T sMrasParam;

static acc32 t a32RotPosIn;
void Isr (void) ;

void main (void)

sMrasParam.sCtrl.fltIGain = 12500.0F;
sMrasParam.sCtrl.f1ltPGain = 32750.0F;
sMrasParam.fltSpeedIIR1Param.sFltCoeff.f1tB0 = 0.00313F;
sMrasParam.fltSpeedIIR1Param.sFltCoeff.f1tB1l = 0.00313F;
sMrasParam.fltSpeedIIR1Param.sFltCoeff.f1tAl = 0.99373F;
sMrasParam.fltPgsiRA1Gain = 0.995151077592515F;
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sMrasParam.fltPgsiRB1Gain
sMrasParam.f1ltTs

0.002278993531517996F;
0.0001F;

/* Initialization of the MRAS's structure */
AMCLIB_ACIMSpeedMRASInit_ FLT (&sMrasParam) ;

sIsAlBe.fltAlpha = 0.05F;
sIsAlBe.fltBeta = 0.1F;
sPsiRAlBe.fltAlpha = 0.2F;
sPsiRAlBe.fltBeta = -0.1F;

}

/* Periodical function or interrupt */
void Isr (void)

/* Speed estimation calculation based on MRAS */
AMCLIB_ACIMSpeedMRAS FLT (&sIsAlBe, &sPsiRAlBe, a32RotPosIn, &sMrasParam) ;

2.4 AMCLIB_AngleTrackObsrv

The AMCLIB_TrackObsrv function calculates an angle-tracking observer for
determination of angular speed and position of the input signal. It requires two input
arguments as sine and cosine samples. The practical implementation of the angle-tracking
observer algorithm is described below.

The angle-tracking observer compares values of the input signals - sin(0), cos(0) with
their corresponding estimations. As in any common closed-loop systems, the intent is to
minimize the observer error towards zero value. The observer error is given here by
subtracting the estimated resolver rotor angle from the actual rotor angle.

The tracking-observer algorithm uses the phase-locked loop mechanism. It is
recommended to call this function at every sampling period. It requires a single input
argument as phase error. A phase-tracking observer with standard PI controller used as
the loop compensator is shown in Figure 2-4.
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Figure 2-4. Block diagram of proposed PLL scheme for position estimation

Note that the mathematical expression of the observer error is known as the formula of
the difference between two angles:
sin(6 — 9) = sin(6) - cos(d) — cos(d) - sin(0)

Equation 11
If the deviation between the estimated and the actual angle is very small, then the
observer error may be expressed using the following equation:

sin@— )= 60— 0

Equation 12
The primary benefit of the angle-tracking observer utilization, in comparison with the
trigonometric method, is its smoothing capability. This filtering is achieved by the
integrator and the proportional and integral controllers, which are connected in series and
closed by a unit feedback loop. This block diagram tracks the actual rotor angle and

speed, and continuously updates their estimations. The angle-tracking observer transfer
function is expressed as follows:

) K(1+sK))
H(S) o S2+SK1K2+K1

Equation 13
The characteristic polynomial of the angle-tracking observer corresponds to the
denominator of the following transfer function:

s2+sK K, +K;
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Appropriate dynamic behavior of the angle-tracking observer is achieved by the
placement of the poles of characteristic polynomial. This general method is based on
matching the coefficients of characteristic polynomial with the coefficients of a general
second-order system.

The analog integrators in the previous figure (marked as 1/ s) are replaced by an
equivalent of the discrete-time integrator using the backward Euler integration method.
The discrete-time block diagram of the angle-tracking observer is shown in the following
figure:

K>
sin(6(k))
K1 7= = o0k
cos(6(k))—
Y 1
Vi z

Figure 2-5. Block scheme of discrete-time tracking observer

The essential equations for implementating the angle-tracking observer (according to this
block scheme) are as follows:

(k) = sin(6(k)) - cos(O(k — 1)) — cos(6Xk)) - sin(B(k — 1))
Equation 14
wk)=Ty* K ;= e(k)+ axk — 1)

Equation 15

axk)= Ty a(k)+axk — 1)
Equation 16

O(k) =K, w(k)+ay(k)
Equation 17

where:
» K, is the integral gain of the I controller

* K, is the proportional gain of the PI controller
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T, 1s the sampling period [s]

e(k) is the position error in step k

w(k) is the rotor speed [rad / s] in step k

w(k - 1) s the rotor speed [rad / s] in step k - 1

a(k) is the integral output of the PI controler [rad / s] in step k

a(k - 1) is the integral output of the PI controler [rad / s] in step k - 1
B(k) is the rotor angle [rad] in step k

* O(k - 1) is the rotor angle [rad] in step k - 1

* O(k) is the estimated rotor angle [rad] in step k

* O(k - 1) is the estimated rotor angle [rad] in step k - 1

In the fractional arithmetic, Equation 14 on page 53 to Equation 17 on page 53 are as
follows:
5 lk)* gy =Ts* Ko e(k)+ wgdk — 1) * 0y
Equation 18
A K) * Omax = T's * 5k) * Omax+ Aok = 1)* Oprax

Equation 19

ésc(k) 'amax:Kz'wsc(k) .wmax+a2.vc(k) * Omax

Equation 20
where:

* e,.(k) 1s the scaled position error in step k

* W.(k) 1s the scaled rotor speed [rad / s] in step k

* Wq.(k - 1) is the scaled rotor speed [rad / s] in step k - 1

* a,(k) is the integral output of the PI controler [rad / s] in step k
* a.(k - 1) is the integral output of the PI controler [rad / s] in step k - 1
* O,.(k) is the scaled rotor angle [rad] in step k

* O,.(k - 1) is the scaled rotor angle [rad] in step k - 1

* O,.(k) is the scaled rotor angle [rad] in step k

e O..(k - 1) is the scaled rotor angle [rad] in step k - 1

* Wpax 1S the maximum speed

* 0,,.x is the maximum rotor angle (typicaly )

2.4.1 Available versions

The function is available in the following versions:
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* Fractional output - the output is the fractional portion of the result; the result is
within the range <-1 ; 1).
» Accumulator output with floating point inputs - the output is the accumulator type,

where the inputs for the calculation are the floating-point types within the range
<-1.0; 1.0>.

The available versions of the AMCLIB_AngleTrackObsrv function are shown in the
following table:

Table 2-7. Init versions

Function nhame Init angle Parameters Result
type
AMCLIB_AngleTrackObsrvinit_F16 frac16_t AMCLIB_ANGLE_TRACK_OBSRV_T_F32 * void

The input is a 16-bit fractional value of the angle normalized to the range <-1; 1)
that represents an angle in (radians) within the range <-11 ; m).

AMCLIB_AngleTrackObsrvInit_A32af acc32_t AMCLIB_ANGLE_TRACK_OBSRV_T_FLT * |v0id

The input is a 32-bit accumulator value of the angle divided by .

Table 2-8. Function versions

Function name Input type Parameters Result
type
AMCLIB_AngleTrackObsrv_F16 GMCLIB_2COOR_SINCOS_T_F16 * AMCLIB_ANGLE_TRACK_OB |frac16_t
SRV_T_F32*

Angle-tracking observer with a two-componenent (sin/cos) 16-bit fractional position
input within the range <-1 ; 1). The output from the obsever is a 16-bit fractional
position normalized to the range <-1 ; 1) that represents an angle (in radians) within
the range <-1; m).

AMCLIB_AngleTrackObsrv_A32ff GMCLIB_2COOR_SINCOS_T_FLT * AMCLIB_ANGLE_TRACK_OB|acc32_t
SRV_T_FLT*

Tracking observer with a a two-componenent (sin/cos) 32-bit accumulator position
input within the range <-1.0 ; 1.0>. The output from the obsever is a 32-bit
accumulator position normalized to the range <-1 ; 1) that represents an angle (in
radians) within the range <-m ; m).

2.4.2 AMCLIB_ANGLE_TRACK_ OBSRV_T_F32

Variable name Input Description
type
f32Speed frac32_t |Estimated speed as the output of the first numerical integrator. The parameter is within the

range <-1; 1). Controlled by the AMCLIB_AngleTrackObsrv_F16 algorithm; cleared by the
AMCLIB_AngleTrackObsrvinit_F16 function.

Table continues on the next page...
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Variable name

Input
type

Description

f32A2

frac32_t

Output of the second numerical integrator. The parameter is within the range <-1; 1).
Controlled by the AMCLIB_AngleTrackObsrv_F16 and AMCLIB_AngleTrackObsrvinit_F16
algorithms.

f16Theta

frac16_t

Estimated position as the output of the observer. The parameter is normalized to the range
<-1; 1) that represents an angle (in radians) within the range <-m ; m). Controlled by the
AMCLIB_AngleTrackObsrv_F16 and AMCLIB_AngleTrackObsrvinit_F16 algorithms.

f16SinEstim

frac16_t

Sine of the estimated position as the output of the actual step. Keeps the sine of the
position for the next step. The parameter is within the range <-1 ; 1). Controlled by the
AMCLIB_AngleTrackObsrv_F16 and AMCLIB_AngleTrackObsrvInit_F16 algorithms.

f16CosEstim

frac16_t

Cosine of the estimated position as the output of the actual step. Keeps the cosine of the
position for the next step. The parameter is within the range <-1 ; 1). Controlled by the
AMCLIB_AngleTrackObsrv_F16 and AMCLIB_AngleTrackObsrvinit_F16 algorithms.

f16K1Gain

frac16_t

Observer K1 gain is set up according to Equation 18 on page 54 as:
TS . K[ . m . 2*K1Sh

The parameter is a 16-bit fractional type within the range <0 ; 1). Set by the user.

i16K1GainSh

int16_t

Observer K2 gain shift takes care of keeping the f16K1Gain variable within the fractional
range <-1; 1). The shift is determined as:

log (T K #W) —log,1<KlIsh<log(Ts K; #m) —log 0.5

The parameter is a 16-bit integer type within the range <-15 ; 15>. Set by the user.

f16K2Gain

frac16_t

Observer K2 gain is set up according to Equation 20 on page 54 as:

@, —
KZ' Hmax ) K2sh

max

The parameter is a 16-bit fractional type within the range <0 ; 1). Set by the user.

i16K2GainSh

int16_t

Observer K2 gain shift takes care of keeping the f16K2Gain variable within the fractional
range <-1; 1). The shift is determined as:

log (K, Z’"n’“

X
ax

)~ log,1<K2sh<log (K- mar) log,0.5

9"11],‘6

The parameter is a 16-bit integer type within the range <-15 ; 15>. Set by the user.

f16A2Gain

frac16_t

Observer A2 gain for the output position is set up according to Equation 19 on page 54 as:

. Wmax  ~—A2sh
T G 2

The parameter is a 16-bit fractional type within the range <0 ; 1). Set by the user.

i16A2GainSh

int16_t

Observer A2 gain shift for the position integrator takes care of keeping the f16A2Gain
variable within the fractional range <-1 ; 1). The shift is determined as:

log,(Ts- maxy log,1< A2sh<log (T omaxy log,0.5

ethX emax

The parameter is a 16-bit integer type within the range <-15 ; 15>. Set by the user.
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2.4.3 AMCLIB_ANGLE_TRACK OBSRV_T_FLT

Variable name Input Description
type
fltSpeed float_t Estimated speed as the output of the first numerical integrator. The parameter is within the

range <-32768.0; 32767.99998). Controlled by the AMCLIB_AngleTrackObsrv_A32ff
algorithm; cleared by AMCLIB_AngleTrackObsrvinit_A32af function.

f32A2 frac32_t |Output of the second numerical integrator. The parameter is within the range <-1; 1).
Controlled by the AMCLIB_AngleTrackObsrv_A32ff and
AMCLIB_AngleTrackObsrvinit_A32af algorithms.

a32Theta acc32_t |Estimated position as the output of the observer. The parameter is normalized to the range
<-1; 1) that represents an angle (in radians) within the range <-m ; m). Controlled by the
AMCLIB_AngleTrackObsrv_A32ff and AMCLIB_AngleTrackObsrvinit_A32af algorithms.

fltSinEstim float_t Sine of the estimated position as the output of the actual step. Keeps the sine of the
position for the next step. The parameter is within the range <-1; 1>. Controlled by the
AMCLIB_AngleTrackObsrv_A32ff and AMCLIB_AngleTrackObsrvinit_A32af algorithms.

fltCosEstim float_t Cosine of the estimated position as the output of the actual step. Keeps the cosine of the
position for the next step. The parameter is within the range <-1 ; 1>. Controlled by the
AMCLIB_AngleTrackObsrv_A32ff and AMCLIB_AngleTrackObsrvinit_A32af algorithms.

fltK1Gain float_t Observer K1 gain is set up according to Equation 15 on page 53 as: K;Ts.

The parameter is a 32-bit single precision floating-point value in range (0; 16383.99999).
Set by the user.

fltk2Gain float_t Observer K2 gain is set up according to Equation 17 on page 53 as: Ko.

The parameter is a 32-bit single precision floating-point value in range (0;
65535.9999689999). Set by the user.

fltA2Gain float_t Observer A2 gain for the output position is set up according to Equation 16 on page 53 as:
Ts.

The parameter is a 32-bit single precision floating-point value in range (0;
65535.9999689999). Set by the user.

2.4.4 Declaration
The available AMCLIB_AngleTrackObsrvInit functions have the following declarations:

void AMCLIB AngleTrackObsrvInit F16 (fraclé t fl6Thetalnit, AMCLIB ANGLE TRACK OBSRV T F32
*psCtrl)

void AMCLIB_AngleTrackObsrvInit A32ff (acc32 t a32ThetaInit, AMCLIB ANGLE TRACK OBSRV T FLT
*psCtrl)

The available AMCLIB_AngleTrackObsrv functions have the following declarations:

fraclé t AMCLIB AngleTrackObsrv F16 (const GMCLIB 2COOR_SINCOS T F16 *psAnglePos,
AMCLIB ANGLE TRACK OBSRV_T F32 *psCtrl)

acc32_t AMCLIB AngleTrackObsrv_ A32ff (const GMCLIB 2COOR_SINCOS T_FLT *psAnglePos,
AMCLIB ANGLE_TRACK OBSRV_T FLT *psCtrl)
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2.4.5 Function use

The use of the AMCLIB_AngleTrackObsrvInit and AMCLIB_AngleTrackObsrv
functions is shown in the following example:

#include "amclib.h"

static AMCLIB ANGLE TRACK OBSRV T F32 sAto;
static GMCLIB_ 2COOR_SINCOS T F16 sAnglePos;
static fracle t fl6PositionEstim, flé6PositionInit;

void Isr (void) ;

void main (void)

{
sAto.f16K1Gain
sAto.116K1GainSh
sAto.f16K2Gain
sAto.116K2GainSh
sAto.fl16A2Gain
sAto.116A2GainSh

FRAC16(0.6434) ;
-9;
FRAC16(0.6801) ;
-2;
FRAC16(0.6400) ;
_4;

fl6PositionInit = FRAC16(0.0) ;
AMCLIB AngleTrackObsrvInit F16(fl6PositionInit, &sAto);

sAnglePos.fl16Sin
sAnglePos.fl6Cos

}

/* Periodical function or interrupt */
void Isr (void)

FRAC16(0.0) ;
FRAC16(1.0) ;

/* Angle tracking observer calculation */
fléPositionEstim = AMCLIB AngleTrackObsrv F16 (&sAnglePos, &sAto);

}

2.5 AMCLIB_CtrIFluxWkng

The AMCLIB_CtrlFluxWkng function controls the motor magnetizing flux for a speed
exceeding above the nominal speed of the motor. Where a higher maximum motor speed
1s required, the flux (field) weakening technique must be used. The basic task of the
function is to maintain the motor magnetizing flux below the nominal level which does
not require a higher supply voltage when the motor rotates above the nominal motor
speed. The lower magnetizing flux is provided by maintaining the flux-producing current
component ip in the flux-weakening region, as shown in Figure 2-6).
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Figure 2-6. Flux weakening operating range

The AMCLIB_CitrlFluxWkng function processes the magnetizing flux by the PI
controller function with the anti-windup functionality and output limitation. The
controller integration can be stopped if the system is saturated by the input flag pointer in
the flux-weakening controller structure. The flux-weakening controller algorithm is
executed in the following steps:

1. The voltage error calculation from the voltage limit and the required voltage.

1 gain

Uppy = (uQLim' ‘uQ”€Q| ) U gain

Equation 21.

where:
* U, is the voltage error
* UQLim 18 the Q voltage limit component
® UQreq 18 the Q required voltage component
* Ig,in 1s the voltage scale - max. value (for fraction gain = 1)
* Ugain 18 the current scale - max. value (for fraction gain = 1)
2. The input Q current error component must be positive and filtered by the infinite
impulse response first-order filter.

iQerrllR: IIRI( |iQerr‘ )

Equation 22.

where:
* iQermir 18 the Q current error component filtered by the first-order IR
* iQerr 18 the input Q current error component (calculated before calling the
AMCLIB_CtrlFluxWkng function from the measured and limited required Q
current component value).
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3. The flux error is obtained from the previously calculated voltage and current errors
as follows:

lopr =1 QerrlIR ™ Uerr

Equation 23.

where:
* i 18 the Q current error component for the flux PI controller
* iQermir 18 the current error component filtered by the first-order IIR
* U, is the voltage error for the flux PI controller
4. Finally, the flux error (corresponding the Ip) is processed by the flux PI controller:

ipreq= CtrIPIpAW (iey)

Equation 24.

where:
* ipreq 18 the required D current component for the current control
* 1oy 18 the flux error (corresponding the D current component) for the flux PI
controller

The controller output should be used as the required D current component in the fast
control loop and concurrently used as an input for the GFLIB_VectorLimitl function
which limits the I controller as follows:

. [ 2
i0req = \[lmax = Ipreq

Equation 25.

where:

* iQreq 18 the required Q current component for the current control
* iax 18 application current limit
* ipreq 18 the required D current component for the current control

The following figure shows an example of applying the flux-weakening controller
function in the control structure. The flux controller starts to operate when the Ig
controller is not able to compensate the I ,r and creates a deviation between its input
and ouput. The flux controller processes the deviation and decreases the flux excititation
(for ACIM, or starts to create the flux extitation against a permanent magnet flux in case
of PMSM). A lower BEMF causes a higher I and the motor speed increases. The speed
controller with Ig ., on the output should be limited by the vector limitl function
because a part of the current is used for flux excitation.
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Figure 2-7. Flux weakening function in control block structure

2.5.1 Available versions
This function is available in the following versions:

* Fractional output - the output is the fractional portion of the result; the result is
within the range <-1 ; 1) in case of no limitation. The parameters are of fractional or
accumulator types.

* Floating-point output - the output is the floating-point result within the type's full
range in case of no limitation. The parameters are of a floating-point type as well.

The available versions of the AMCLIB_CtrlFluxWknglnit function are shown in the
following table:

Table 2-9. Init function versions

Function name Input Parameters Result Description
type type
AMCLIB_CtrIFluxWknglnit_F16 |frac16_t |AMCLIB_CtrIFluxWknglnit_A32 * |void The inputs are a 16-bit fractional

initial value for the flux PI
controller integrating the part
state and a pointer to the flux-
weakening controller's
parameters structure. The
function initializes the flux PlI
controller and the 1IR1 filter.
AMCLIB_CtrIFluxWknglnit_FLT |float_t AMCLIB_CtrlFluxWknglnit_FLT * |void The inputs are a 32-bit single
precision floating-point initial
value for the flux PI controller
integrating the part state and a
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Table 2-9. Init function versions
Function name Input Parameters Result Description
type type

pointer to the flux-weakening
controller's parameters structure.
The function initializes the flux PI
controller and the 1IR1 filter.

The available versions of the AMCLIB_CtrlFluxWkng function are shown in the
following table:

Table 2-10. Function versions

Function nhame Input type Parameters Result
Q current | Qrequired | Q voltage type
error voltage limit
AMCLIB_CtrIFluxWkng_F16 |frac16_t frac16_t frac16_t AMCLIB_CTRL_FLUX_WKNG_T_A32 |frac16_t

The Q current error component value input (Iq controller input) and the Q required voltage
value input (Iq controller output) are 16-bit fractional values within the range <-1; 1). The Q
voltage limit value input (constant value) is a 16-bit fractional value within the range (0 ; 1). The
parameters are pointed to by an input pointer. The function returns a 16-bit fractional value in
the range <f16LowerLim ; f16UpperLim>.

AMCLIB_CtrlIFluxWkng_FLT

float_t float_t float_t AMCLIB_CTRL_FLUX_WKNG_T_FLT |(float_t

The Q current error component value input (I controller input) is a 32-bit single precision
floating-point value within the full type's range. The Q required voltage value input (Iq controller
output) is a 32-bit single precision floating-point value within the full type's range.The Q voltage
limit value (constant value) is a 32-bit single precision floating-point positive value. The
parameters are pointed to by an input pointer. The function returns a 32-bit single precision
floating-point value in the range <fltiLowerLim ; fltUpperLim>.

2.5.2 AMCLIB_CTRL_FLUX_WKNG_T_A32

Variable name

Input type Description

sFWPiParam

GFLIB_CTRL_PI_P_AW_T_A32

The input pointer for the flux PI controller parameter structure. The flux
controller output should be negative. Therefore, set at least the
following parameters:

* aB82PGain - proportional gain, the range is <0 ; 65536.0).

* a32IGain - integral gain, the range is <0 ; 65536.0).

* f16UpperLim - upper limit, the zero value should be set.

¢ f16LowerLim - the lower limit, the range is <-1; 0).

slgErrlIR1Param

GDFLIB_FILTER_IIR1_T_F32

The input pointer for the IIR1 filter parameter structure. The IIR1 filters
the absolute value of the Q current error component for the flux
controller. Set at least the following parameters:

» sFitCoeff.f32B0 - BO coefficient, must be divided by 2.

Table continues on the next page...
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Variable name

Input type

Description

» sFitCoeff.f32B1 - B1 coefficient, must be divided by 2.
* sFltCoeff.f32A1 - A1 (sign-inverted) coefficient, must be divided
by -2 (negative two).

f16IqErrlIR1 frac32_t The Iq current error component,filtered by the IIR1 filter for the flux Pl
controller, as shown in Equation 22 on page 59. The output value
calculated by the algorithm.

f16UFWETrr frac16_t The voltage error, as shown in Equation 21 on page 59. The output
value calculated by the algorithm.

f16FWErr frac16_t The flux-weakening error, as shown in Equation 23 on page 60. The
output value calculated by the algorithm.

*bStopintegFlag |[frac16_t The integration of the PI controller is suspended if the stop flag is set.

When it is cleared, the integration continues. The pointer is set by the
user and controlled by the application.

2.5.3 AMCLIB_CTRL_FLUX_WKNG_T_FLT

Variable name

Input type

Description

sFWPiParam

GFLIB_CTRL_PI_P_AW_T_FLT

The input pointer for the flux PI controller parameter structure. The flux
controller output should be negative. Therefore, set at least the
following parameters:
* fltPGain - the proportional gain, the parameter is a 32-bit single
precision floating-point type non-negative value.
¢ fltiGain - the integral gain, the parameter is a 32-bit single
precision floating-point type non-negative value.
* fltUpperLim - the upper limit, the zero value should be set.
 fltLowerLim - the lower limit, the parameter is a 32-bit single
precision floating-point type positive value.

slqErrlIR1Param

GDFLIB_FILTER_IIR1_T_FLT

The input pointer for the IIR1 filter parameter structure. The IIR1 filters
the absolute value of the Q current error component for the flux
controller. Set at least the following parameters:

¢ sFltCoeff.f32B0 - B0 coefficient.

¢ sFItCoeff.f32B1 - B1 coefficient.

¢ sFltCoeff.f32A1 - A1 coefficient.

fltIgErrlIR1 float_t The Iq current error, filtered by the IIR1 filter for the flux Pl controller, as
shown in Equation 22 on page 59. The output value calculated by the
algorithm.

ftUFWETrr float_t The voltage error, as shown in Equation 21 on page 59. The output
value calculated by the algorithm.

ftFWErr float_t The flux-weakening error, as shown in Equation 23 on page 60. The
output value calculated by the algorithm.

fltIGainUgain float_t The current/voltage scale, calculated according to:

o
fltIGainU gain = %
gain

Set by the user.

*bStoplntegFlag |float_t The integration of the flux PI controller is suspended if the input stop

flag is set. When it is cleared, the integration continues. The pointer is
set by the user and controlled by the application.
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2.5.4 Declaration
The available AMCLIB_CtrlFluxWknglnit functions have the following declarations:

void AMCLIB_ CtrlFluxWkngInit F16 (fraclé _t f£16InitVal, AMCLIB CTRL_FLUX WKNG T A32 *psParam)

void AMCLIB CtrlFluxWkngInit FLT(float t fltInitVal, AMCLIB CTRL FLUX WKNG T FLT *psParam)
The available AMCLIB_CtrlFluxWkng functions have the following declarations:

fracle t AMCLIB CtrlFluxWkng F16 (fraclé t f16IQErr, fraclé t £f16UQReq, fracle t £16UQLim,
AMCLIB CTRL_FLUX WKNG T A32 *psParam)

float_t AMCLIB_CtrlFluxWkng FLT (float_t fltIQErr, float t fltUQReq, float t f1tUQLim,
AMCLIB CTRL FLUX WKNG T FLT *psParam)

2.5.5 Function use

The use of the AMCLIB_CtrlFluxWknglnit and AMCLIB_CtrlFluxWkng functions is
shown in the following example:

#include "amclib.h"

static AMCLIB CTRL FLUX WKNG T A32 sCtrl;
static fraclé t f16IQErr, f16UQReq, f16UQLim;
static fraclée t fl6IdReq, fl6InitVval;

static bool t bStopIntegFlag;

void Isr (void) ;

void main (void)

{
/* Associate input stop integration flag */
bStopIntegFlag = FALSE;
sCtrl.bStopIntegFlag = &bStopIntegFlag;

/* Set PI controller and IIR1 parameters */

sCtrl.sFWPiParam.a32PGain = ACC32(0.1);

sCtrl.sFWPiParam.a32IGain = ACC32(0.2);

sCtrl.sFWPiParam.f1l6UpperLim = FRAC16(0.) ;

sCtrl.sFWPiParam.fl6LowerLim = FRAC16(-0.9) ;
sCtrl.sIgErrIIlParam.sFltCoeff.f32B0 = FRAC32(0.245237275252786 / 2.0);
sCtrl.sIgErrIIlParam.sFltCoeff.£32B1 FRAC32(0.245237275252786 / 2.0) ;
sCtrl.sIgErrIIlParam.sFltCoeff.f32A1 = FRAC32(-0.509525449494429 / -2.0);

/* Flux weakening controller initialization */
fl16InitVal = FRAC16(0.0);
AMCLIB CtrlFluxWkngInit F16(f16InitVal, &sCtrl);

/* Assign input variable */
f16IQErr = FRAC16(-0.1);
f16UQReq FRAC16(-0.2) ;
f16UQLim = FRAC16(0.8);
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/* Periodical function or interrupt */
void Isr()

/* Flux weakening controller calculation */
fl6Result = AMCLIB CtrlFluxWkng F16 (f16IQErr, f£16UQReq, f16UQLim, &sCtrl);

2.6 AMCLIB_PMSMBemfObsrvAB

The AMCLIB_PMSMBem{ObsrvAB function calculates the algorithm of the back-
electro-motive force (back-EMF) observer in a stationary reference frame. The estimation
method for the rotor position and the angular speed is based on the mathematical model
of an interior PMSM motor with an extended electro-motive force function, which is
realized in the alpha/beta stationary reference frame.

The back-EMF observer detects the generated motor voltages, induced by the permanent
magnets. The angle-tracking observer uses the back-EMF signals to calculate the position
and speed of the rotor. The transformed model is then derived as:
Uy [Rg+sLp AL
[“/3]: ~w, AL Rg+sLp)’

— sin(6,)
cos(6,)

Iy

g

+ [AL . (a)ri D~ SiQ) + ‘Pma)r] . [
Equation 26
Where:

* Rg is the stator resistance

* Lp and Lq are the D-axis and Q-axis inductances
e AL =Lp, - L is the motor saliency

Y, is the back-EMF constant

w; is the angular electrical rotor speed

* ug and ug are the estimated stator voltages

* iy and ig are the estimated stator currents

0, is the estimated rotor electrical position

* s is the operator of the derivative

This extended back-EMF model includes both the position information from the
conventionally defined back-EMF and the stator inductance as well. This enables
extracting the rotor position and velocity information by estimating the extended back-
EMF only.

Both the alpha and beta axes consist of the stator current observer based on the RL motor
circuit which requires the motor parameters.
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The current observer input is the sum of the actual applied motor voltage and the cross-
coupled rotational term, which corresponds to the motor saliency (Lp - L) and the
compensator corrective output. The observer provides the back-EMF signals as a
disturbance because the back-EMF is not included in the observer model.

The block diagram of the observer in the estimated reference frame is shown in Figure
2-8. The observer compensator is substituted by a standard PI controller with following
equation in the fractional arithmetic.

isc(k) Cimax = Kp- esc(k) “emax T Ts Ky esc(k) *€max T isc(k - 1) * Imax

Equation 27

where:

» Kp is the observer proportional gain [-]

» K is the observer integral gain [-]

* ig(k) = [ly, i5] 1s the scaled stator current vector in the actual step

* ig(k - 1) =iy, ig] is the scaled stator current vector in the previous step

* es(k) = [ey, e5] is the scaled stator back-EMF voltage vector in the actual step
* inax 18 the maximum current [A]

* €nax 1S the maximum back-EMF voltage [V]

Ty is the sampling time [s]

As shown in Figure 2-8, the observer model and hence also the PI controller gains in both
axes are identical to each other.
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Figure 2-8. Block diagram of back-EMF observer

It is obvious that the accuracy of the back-EMF estimates is determined by the
correctness of the motor parameters used (R, L), the fidelity of the reference stator
voltage, and the quality of the compensator, such as the bandwidth, phase lag, and so on.

The appropriate dynamic behavior of the back-EMF observer is achieved by the
placement of the poles of the stator current observer characteristic polynomial. This
general method is based on matching the coefficients of the characteristic polynomial to
the coefficients of the general second-order system.

A FAs)
EafS)= = EafS)* ST R TF )

Equation 28

The back-EMF observer is a Luenberger-type observer with a motor model, which is
implemented using the backward Euler transformation as:

. _ TS Ts ALT? ) LD .
0= T riRs 0 T gy o)~ T i " ol 10+ 7 =D

Equation 29
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Where:

* i(k) = [iy, i5] is the stator current vector in the actual step

* i(k - 1) =iy, ig] is the stator current vector in the previous step

* u(k) = [uy, ug] is the stator voltage vector in the actual step

* e(k) = [ey, eg] is the stator back-EMF voltage vector in the actual step

e i'(k) = [iy, -i5] is the complementary stator current vector in the actual step
* We(k) is the electrical angular speed in the actual step

Tg 1s the sampling time [s]

This equation is transformed into the fractional arithmetic as:

. . T T ALT , . L . .
lsc(k) ® Unax = LD+—}SRS * uvc(k) * Upax T+ LD+—%SRS * esc(k) ® €max — LD+—TiRS * wesc(k) ® Wpgx * 1 sc(k) * Ipax T ]4D+—?1vRs * lsc(k - l) ® Lnax

Equation 30
Where:

* ig(k) = [iy, i3] 1s the scaled stator current vector in the actual step

* ige(k - 1) =[iy, ig] is the scaled stator current vector in the previous step

* ugc(k) = [uy, us] is the scaled stator voltage vector in the actual step

* es(k) = [ey, ep] 1s the scaled stator back-EMF voltage vector in the actual step

* i'so(k) = [iy, -15] is the scaled complementary stator current vector in the actual step
* Wesc(k) 1s the scaled electrical angular speed in the actual step

* iax 18 the maximum current [A]

* €max 15 the maximum back-EMEF voltage [V]

* Uy.x 1S the maximum stator voltage [V]

* Wpax 18 the maximum electrical angular speed in [rad / s]

If the Luenberger-type stator current observer is properly designed in the stationary
reference frame, the back-EMF can be estimated as a disturbance produced by the
observer controller. However, this is only valid when the back-EMF term is not included
in the observer model. The observer is a closed-loop current observer, therefore, it acts as
a state filter for the back-EMF term.

The estimate of the extended EMF term can be derived from Equation 28 on page 67 as:

LBy sKp+K
E,s) ~ s2Lp+sRg+sKp+K;

Equation 31

The observer controller can be designed by comparing the closed-loop characteristic
polynomial to that of a standard second-order system as:
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52+ I, YL, =52+ 2l wys + }

Equation 32

where:

W 1s the natural frequency of the closed-loop system (loop bandwidth)
¢ is the loop attenuation

Kp is the proporional gain
K; is the integral gain

2.6.1 Available versions
This function is available in the following versions:

 Fractional output - the output is the fractional portion of the result; the result is
within the range <-1 ; 1). The parameters use the accumulator types.

* Floating-point output - the output is the floating-point result within the type's full
range.

The available versions of the AMCLIB_PMSMBemfObsrvAB function are shown in the
following table:

Table 2-11. Init versions

Function name Parameters Result type
AMCLIB_PMSMBem{ObsrvABInit_F16 AMCLIB_BEMF_OBSRV_AB_T_A32* void
The initialization does not have an input.
AMCLIB_PMSMBemfObsrvABInit_A32fff AMCLIB_BEMF_OBSRV_AB_T_FLT * void
The initialization does not have an input.

The available versions of the AMCLIB_PMSMBemfObsrvAB function are shown in the
following table:

Table 2-12. Function versions

Function name Input/output type Result type
AMCLIB_PMSMBemf{ObsrvAB_F16 Input GMCLIB_2COOR_ALBE_T_F16 * void
GMCLIB_2COOR_ALBE_T_F16 *
frac16_t
Parameters AMCLIB_BEMF_OBSRV_AB_T_A32 *
The back-EMF observer with a 16-bit fractional input Alpha/Beta current and voltage,
and a 16-bit electrical speed. All are within the range <-1; 1).

Table continues on the next page...
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Table 2-12. Function versions (continued)

Function name Input/output type Result type
AMCLIB_PMSMBemfObsrvAB_FLT  |Input GMCLIB_2COOR_ALBE_T_FLT * void
GMCLIB_2COOR_ALBE_T_FLT *
float_t
Parameters AMCLIB_BEMF_OBSRV_AB_T_FLT *

The back-EMF observer with a 32-bit single precision floating-point input Alpha/Beta
current and voltage, and a 32-bit single precision floating-point electrical speed. All
are within the full range.

2.6.2 AMCLIB_BEMF_OBSRV_AB_T_A32 type description

Variable name Data type Description
sEObsrv GMCLIB_2COOR_ALBE_ |The estimated back-EMF voltage structure.
T_F32
slObsrv GMCLIB_2COOR_ALBE_ |The estimated current structure.
T_F32
sCitrl f32IAlpha_1 frac32_t The state variable in the alpha part of the observer, integral
part at step k-1. The variable is within the range <-1; 1).
f321Beta_1 frac32_t The state variable in the beta part of the observer, integral
part at step k-1. The variable is within the range <-1; 1).
a32PGain acc32_t The observer proportional gain is set up according to
Equation 32 on page 69 as:
B €,
(2€wLp-Rs) 7.
The parameter is within the range <0 ; 65536.0). Set by the
user.
a321Gain acc32_t The observer integral gain is set up according to Equation
32 on page 69 as:
e,
ST
The parameter is within the range <0 ; 65536.0). Set by the
user.
a32lGain acc32_t The current coefficient gain is set up according to Equation
5 as:
Lp
Lp+ TR
The parameter is within the range <0 ; 65536.0). Set by the
user.
a32UGain acc32_t The voltage coefficient gain is set up according to Equation
5 as:
TS . "fmax
Lp+ TRy ipmax

Table continues on the next page...
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Variable name

Data type

Description

The parameter is within the range <0 ; 65536.0). Set by the
user.

a32WIGain

acc32_t

The angular speed coefficient gain is set up according to
Equation 5 as:

ALT,
Lyt TRy~ “max

The parameter is within the range <0 ; 65536.0).Set by the
user.

a32EGain

acc32_t

The back-EMF coefficient gain is set up according to
Equation 5 as:

T o Gmax
LD+ TS‘RS Umax

The parameter is within the range <0 ; 65536.0). Set by the
user.

sUnityVctr

GMCLIB_2COOR_SINCO
S_T_F16

The output - estimated angle as the sin/cos vector.

2.6.3 AMCLIB_BEMF_OBSRV_AB_T_FLT type description

Variable name

Data type

Description

sEObsrv GMCLIB_2COOR_ALBE_ |The estimated back-EMF voltage structure.
T_FLT
slObsrv GMCLIB_2COOR_ALBE_ |The estimated current structure.
T_FLT
sCtrl fltIAlpha_1 float_t The state variable in the alpha part of the observer, integral
part at step k-1. The variable is within the range <-1; 1).
fltIBeta_1 float_t The state variable in the beta part of the observer, integral
part at step k-1. The variable is within the range <-1; 1).
fltPGain float_t The observer proportional gain is set up according to
Equation 32 on page 69 as:
2wplp-Rs
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltIGain float_t The observer integral gain is set up according to Equation
32 on page 69 as:
wiLp- R
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltiIGain float_t The current coefficient gain is set up according to Equation

4 as:

LD
I+ ToRs

Table continues on the next page...
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Variable name Data type Description

The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.

fltUGain float_t The voltage coefficient gain is set up according to Equation
4 as:

_ I
I+ ToRs

The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.

fltWIGain float_t The angular speed coefficient gain is set up according to
Equation 4 as:

ALT,
I+ TsRs

The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.

fltEGain float_t The back-EMF coefficient gain is set up according to
Equation 4 as:

_ I

Lp+TsRg

The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.

sUnityVctr GMCLIB_2COOR_SINCO |The output - estimated angle as the sin/cos vector.
S T FLT

2.6.4 Declaration

The available AMCLIB_PMSMBemfObsrvABInit functions have the following
declarations:

void AMCLIB_PMSMBemfObsrvABInit F16 (AMCLIB_BEMF_OBSRV_AB T A32 *psCtrl)
void AMCLIB PMSMBemfObsrvABInit FLT (AMCLIB BEMF OBSRV AB T FLT *psCtrl)

The available AMCLIB_PMSMBemfObsrvAB functions have the following
declarations:

void AMCLIB_PMSMBemeberAB_Fl6(const GMCLIB 2COOR_ALBE T F16 *psIAlBe, const
GMCLIB 2COOR_ALBE T F16 *psUAlBe, fracl6é_t fl6Speed, AMCLIB BEMF OBSRV_AB T A32 *psCtrl)
void AMCLIB_ PMSMBemfObsrvAB FLT (const GMCLIB 2COOR ALBE T FLT *psIAlBe, const
GMCLIB 2COOR_ALBE T FLT *psUAlBe, float t fltSpeed, AMCLIB BEMF OBSRV _AB T FLT *psCtrl)

2.6.5 Function use

The use of the AMCLIB_PMSMBemfObsrvAB function is shown in the following
example:
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#include "amclib.h"

static GMCLIB 2COOR _ALBE T F16 sIAlBe, sUAlBe;
static AMCLIB BEMF OBSRV_AB T A32 sBemfObsrv;
static fraclé_t fl6Speed;

void Isr (void) ;

void main (void)

{
sBemfObsrv.sCtrl.a32PGain= ACC32(1.697);
sBemfObsrv.sCtrl.a32IGain= ACC32(0.134) ;
sBemfObsrv.a32IGain = ACC32(0.986) ;
sBemfObsrv.a32UGain = ACC32(0.170) ;
sBemfObsrv.a32WIGain= ACC32(0.110) ;
sBemfObsrv.a32EGain = ACC32(0.116) ;

/* Initialization of the observer's structure */
AMCLIB PMSMBemfObsrvABInit F16 (&sBemfObsrv) ;

sIAlBe.fl6Alpha = FRAC16(0.05);
sIAlBe.fl6Beta = FRAC16(0.1);
sUAlBe.fl6Alpha = FRAC16(0.2);
sUAlBe.fl6Beta = FRAC16(-0.1);

}

/* Periodical function or interrupt */
void Isr (void)

/* BEMF Observer calculation */
AMCLIB PMSMBemfObsrvAB F16 (&sIAlBe, &sUAlBe, fl6Speed, &sBemfObsrv) ;

}

2.7 AMCLIB_PMSMBemfObsrvDQ

The AMCLIB_PMSMBemfObsrvDQ function calculates the algorithm of back-electro-
motive force observer in a rotating reference frame. The method for estimating the rotor
position and angular speed is based on the mathematical model of an interior PMSM
motor with an extended electro-motive force function, which is realized in an estimated
quasi-synchronous reference frame y-0 as shown in Figure 2-9.
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Figure 2-9. The estimated and real rotor dq synchronous reference frames

The back-EMF observer detects the generated motor voltages induced by the permanent
magnets. A tracking observer uses the back-EMF signals to calculate the position and
speed of the rotor. The transformed model is then derived as follows:
uy] [Rgtslp —awlg
[“(s]: oLy Rg+sLp

= sin(Ocrror)
coS(Oerror)

. i + (AL . (a),.i o siQ) + ‘Pma)r) .

!5,

Equation 33

where:

* Ry is the stator resistance

* Lp and Lq are the D-axis and Q-axis inductances

W, is the back-EMF constant

Ww; 1s the angular electrical rotor speed

uy and ug are the estimated stator voltages

iy and ig are the estimated stator currents

* O.or 18 the error between the actual D-Q frame and the estimated frame position
* s is the operator of the derivative

The block diagram of the observer in the estimated reference frame is shown in Figure
2-10. The observer compensator is substituted by a standard PI controller with following
equation in the fractional arithmetic.

isc(k) Yipax = Kp- esc(k) “emax T Ts Ky esc(k) *€max T isc(k - 1) * Iax

Equation 34

where:
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* Kp is the observer proportional gain [-]

K is the observer integral gain [-]

ise(k) = [iy, 5] is the scaled stator current vector in the actual step

igc(k - 1) = [iy, i5] is the scaled stator current vector in the previous step

esc(k) = [ey, e5] is the scaled stator back-EMF voltage vector in the actual step

* inax 18 the maximum current [A]

* €max 1S the maximum back-EMEF voltage [V]

* Tg is the sampling time [s]

As shown in Figure 2-10, the observer model and hence also the PI controller gains in
both axes are identical to each other.

Uy
{ —1_ :r‘z'p_, 1
Y N sLp+Rs
e

X 1 Y
wr— Lo _f—’eerror
5 — o 1
6 a p SsLp+Rs
us

Figure 2-10. Block diagram of proposed Luenberger-type stator current observer acting
as state filter for back-EMF

The position estimation can now be performed by extracting the 8., term from the
model, and adjusting the position of the estimated reference frame to achieve 6., = 0.
Because the .y, term is only included in the saliency-based EMF component of both uy
and ug axis voltage equations, the Luenberger-based disturbance observer is designed to
observe the u, and ug voltage components. The position displacement information Oy
is then obtained from the estimated back-EMFs as follows:
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—ey
eerror = atan( 6(; )

Equation 35

The estimated position ¢ can be obtained by driving the position of the estimated
reference frame to achieve zero displacement 0., = 0. The phase-locked-loop
mechanism can be adopted, where the loop compensator ensures correct tracking of the
actual rotor flux position by keeping the error signal 0., zeroed, B0 = 0.

A perfect match between the actual and estimated motor model parameters is assumed,
and then the back-EMF transfer function can be simplified as follows:

A FAs)
Eaf$)= = Eafl) * ST TR F o)

Equation 36

The appropriate dynamic behavior of the back-EMF observer is achieved by the
placement of the poles of the stator current observer characteristic polynomial. This
general method is based on matching the coefficients of the characteristic polynomial
with the coefficients of the general second-order system.

The back-EMF observer is a Luenberger-type observer with a motor model, which is
implemented using the backward Euler transformation as follows:

N Ts Ts LQTS . LD .
)= FT.Ry “ M+ T 3T Ry " T T+ TR, @db) i)+ po ik =D

Equation 37

where:

* i(k) = [iy, i5] is the stator current vector in the actual step

* i(k - 1) = [iy, ig] is the stator current vector in the previous step

* u(k) = [uy, ug] is the stator voltage vector in the actual step

* e(k) = [ey, eg] is the stator back-EMF voltage vector in the actual step

e i'(k) = [iy, -i5] is the complementary stator current vector in the actual step
* We(k) is the electrical angular speed in the actual step

Tg 1s the sampling time [s]

This equation is transformed into the fractional arithmetic as follows:

, . T T LoTs ., , L . .
is k) ® ipmax = Ly+ ;SRS * Usck) ® gy + Ly+ ;SRS * eslk)* epaxt LD+—T:RS * Wesck) ® Omax * 1'sl(K) * bnax + LD+—?’SRS o sk = 1) ipax

Equation 38
where:

* ige(k) = [iy, i5] is the scaled stator current vector in the actual step
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* ige(k - 1) =[iy, ig] is the scaled stator current vector in the previous step
* ugc(k) = [uy, us] is the scaled stator voltage vector in the actual step
* es(k) = [ey, e5] is the scaled stator back-EMF voltage vector in the actual step
* i'so(k) = [iy, -15] is the scaled complementary stator current vector in the actual step
* Wesc(k) 1s the scaled electrical angular speed in the actual step
* inax 18 the maximum current [A]
* €max 1S the maximum back-EMEF voltage [V]
* Uy.x 1S the maximum stator voltage [V]
* Wpax 18 the maximum electrical angular speed in [rad / s]

If the Luenberger-type stator current observer is properly designed in the stationary
reference frame, the back-EMF can be estimated as a disturbance produced by the
observer controller. However, this is only valid when the back-EMF term is not included
in the observer model. The observer is a closed-loop current observer, therefore it acts as
a state filter for the back-EMF term.

The estimate of the extended EMF term can be derived from Equation 36 on page 76 as
follows:

_ gyﬁ(s) _ sKp+K;
E,s)  s2Lp+sRg+sKp+K;

Equation 39

The observer controller can be designed by comparing the closed-loop characteristic
polynomial with that of a standard second-order system as follows:

52+ I, 's+L—D =52+ 2 wys + 0}

Equation 40
where:

* W is the natural frequency of the closed-loop system (loop bandwith)
* ¢ is the loop attenuation

* Kp is the proporional gain

* k; is the integral gain

2.7.1 Available versions

This function is available in the following versions:
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* Fractional output - the output is the fractional portion of the result; the result is
within the range <-1 ; 1). The parameters use the accumulator types.
* Accumulator output with floating-point inputs - the output is the accumulator result;
the result is within the range <-1 ; 1). The inputs are 32-bit single precision floating-
point values.

The available versions of the AMCLIB_PMSMBemfObsrvDQ function are shown in the
following table:

Table 2-13. Init versions

Function name Parameters Result type
AMCLIB_PMSMBemf{ObsrvDQInit_F16 AMCLIB_BEMF_OBSRV_DQ_T_A32 * void
Initialization does not have any input.
AMCLIB_PMSMBemfObsrvDQInit_A32fff AMCLIB_BEMF_OBSRV_DQ_T_FLT * void
Initialization does not have any input.

Table 2-14. Function versions

Function name Input/output type Result type
AMCLIB_PMSMBem{ObsrvDQ_F16 Input GMCLIB_2COOR_DQ_T_F16 * frac16_t
GMCLIB_2COOR_DQ_T_F16*
frac16_t
Parameters AMCLIB_BEMF_OBSRV_DQ_T_A32 *

Back-EMF observer with a 16-bit fractional input D-Q current and voltage, and
a 16-bit electrical speed. All are within the range <-1; 1).

AMCLIB_PMSMBemf{ObsrvDQ_A32fff Input GMCLIB_2COOR_DQ_T_FLT * acc32_t
GMCLIB_2COOR_DQ_T_FLT *

float_t

Parameters AMCLIB_BEMF_OBSRV_DQ_T_FLT *

Back-EMF observer with a 32-bit single precision floating-point input D-Q
current and voltage, and a 32-bit single precision floating-point electrical speed.
All are within the full range. The output is a 32-bit accumulator angle error
normalized to the range <-1 ; 1) that represents an angle (in radians) within the
range <-Tr ; ).

2.7.2 AMCLIB_BEMF_OBSRV_DQ_T_A32 type description

Variable name Data type Description

sEObsrv GMCLIB_2COOR_DQ_T_ |Estimated back-EMF voltage structure.
F32

Table continues on the next page...
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Variable name Data type Description
slObsrv GMCLIB_2COOR_DQ_T_ |Estimated current structure.
F32
sCitrl f32ID_1 frac32_t State variable in the alpha part of the observer, integral part
at step k - 1. The variable is within the range <-1 ; 1).
f321Q_1 frac32_t State variable in the beta part of the observer, integral part
at step k - 1. The variable is within the range <-1 ; 1).
a32PGain acc32_t The observer proportional gain is set up according to
Equation 40 on page 77 as:
(2eoLp-Rs) 72
The parameter is within the range <0 ; 65536.0). Set by the
user.
a321Gain acc32_t The observer integral gain is set up according to Equation
40 on page 77 as:
LT,
The parameter is within the range <0 ; 65536.0). Set by the
user.
a32|Gain acc32_t The current coefficient gain is set up according to Equation
38 on page 76 as:
Lp
Lp+TRg
The parameter is within the range <0 ; 65536.0). Set by the
user.
a32UGain acc32_t The voltage coefficient gain is set up according to Equation
38 on page 76 as:
TS . Lfmax
LD+ TSRS Lmax
The parameter is within the range <0 ; 65536.0). Set by the
user.
a32WIiGain acc32_t The angular speed coefficient gain is set up according to
Equation 38 on page 76 as:
LoT
The parameter is within the range <0 ; 65536.0). Set by the
user.
a32EGain acc32_t The back-EMF coefficient gain is set up according to
Equation 38 on page 76 as:
TS . emax
Lp+ TRy imax
The parameter is within the range <0 ; 65536.0). Set by the
user.
f16Error frac16_t Output - estimated phase error between a real D / Q frame
system and an estimated D / Q reference system. The error
is within the range <-1; 1).
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2.7.3 AMCLIB_BEMF_OBSRV_DQ_T_FLT type description

Variable name

Data type

Description

sEObsrv GMCLIB_2COOR_DQ_T_ |Estimated back-EMF voltage structure.
FLT
slObsrv GMCLIB_2COOR_DQ_T_ |Estimated current structure.
FLT
sCitrl fltID_1 float_t State variable in the alpha part of the observer; integral part
at step k - 1. The variable is within the range <-1 ; 1).
fltiQ_1 float_t State variable in the beta part of the observer; integral part
at step k - 1. The variable is within the range <-1 ; 1).
fliPGain float_t Observer proportional gain is set up according to Equation
40 on page 77 as:
2wplp-Rs
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltIGain float_t The observer integral gain is set up according to Equation
40 on page 77 as:
wiLp- R
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltIGain float_t The current coefficient gain is set up according to Equation
37 on page 76 as:
Lp
Lp+TRg
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltUGain float_t The voltage coefficient gain is set up according to Equation
37 on page 76 as:
Ty
Lp+TRg
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltWIGain float_t The angular speed coefficient gain is set up according to
Equation 37 on page 76 as:
LT,
Lp+ TR
The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.
fltEGain float_t The back-EMF coefficient gain is set up according to

Equation 37 on page 76 as:

Ty
I+ TsRg

Table continues on the next page...
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Variable name Data type Description

The parameter is a 32-bit single precision floating-point type
non-negative value. Set by the user.

a32Error acc32_t Output - estimated phase error between a real D / Q frame
system and an estimated D / Q reference system. The error
is within the range <-1; 1).

2.7.4 Declaration

The available AMCLIB_PMSMBemfObsrvDQInit functions have the following
declarations:

void AMCLIB_PMSMBemfObsrvDQInit F16 (AMCLIB BEMF_OBSRV DQ T A32 *psCtrl)
void AMCLIB_ PMSMBemfObsrvDQInit A32fff (AMCLIB BEMF OBSRV DQ T FLT *psCtrl)

The available AMCLIB_PMSMBemfObsrvDQ functions have the following
declarations:

fracle t AMCLIB PMSMBemfObsrvDQ F16 (const GMCLIB 2COOR DQ T F1l6 *psIDQ, const
GMCLIB 2COOR _DQ T F16 *psUDQ, fraclé t flé6Speed, AMCLIB BEMF OBSRV DQ T A32 *psCtrl)
acc32_t AMCLIB_PMSMBemfObsrvDQ A32fff (const GMCLIB_2COOR_DQ T FLT *psIDQ, const
GMCLIB 2COOR_DQ T FLT *psUDQ, float t fltSpeed, AMCLIB_BEMF_OBSRV_DQ T FLT *psCtrl)

2.7.5 Function use

The use of the AMCLIB_PMSMBemfObsrvDQ function is shown in the following
example:

#include "amclib.h"

static GMCLIB 2COOR _DQ T F16 sIdqg, sUdg;
static AMCLIB BEMF OBSRV DQ T A32 sBemfObsrv;
static fraclé_t flé6Speed, fl6Error;

void Isr (void) ;

void main (void)

{
sBemfObsrv.sCtrl.a32PGain= ACC32(1.697);
sBemfObsrv.sCtrl.a32IGain= ACC32(0.134) ;
sBemfObsrv.a32IGain ACC32(0.986) ;
sBemfObsrv.a32UGain ACC32(0.170) ;
sBemfObsrv.a32WIGain= ACC32(0.110) ;
sBemfObsrv.a32EGain ACC32(0.116) ;

/* Initialization of the observer's structure */
AMCLIB PMSMBemfObsrvDQInit F16 (&sBemfObsrv) ;

sIdg.f16D = FRAC16(0.05);
sIdg.f16Q = FRAC16(0.1);
sUdq.f16D = FRAC16(0.2);
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sUdg.f16Q = FRAC16(-0.1);

/* Periodical function or interrupt */
void Isr (void)

/* BEMF Observer calculation */
fl6Error = AMCLIB_ PMSMBemfObsrvDQ F16 (&sIdq, &sUdg, flé6Speed, &sBemfObsrv) ;

}

2.8 AMCLIB TrackObsrv

The AMCLIB_TrackObsrv function calculates a tracking observer for the determination
of angular speed and position of the input error functional signal. The tracking-observer
algorithm uses the phase-locked-loop mechanism. It is recommended to call this function
at every sampling period. It requires a single input argument as a phase error. A phase-
tracking observer with a standard PI controller used as the loop compensator is shown in
Figure 2-11.

Oerror R W | l _,9
S

Figure 2-11. Block diagram of proposed PLL scheme for position estimation
The depicted tracking observer structure has the following transfer function:

As)  sKptK;
Os)  s2+sKp+tK,

Equation 41

The controller gains K, and K; are calculated by comparing the characteristic polynomial
of the resulting transfer function to a standard second-order system polynomial.

The essential equations for implementation of the tracking observer according to the
block scheme in Figure 2-11 are as follows:

w(k)=Kpeelk)+Ts* K+ e(k)+ ok —1)
Equation 42

0(k) =Ty w(k)+0(k—1)

Equation 43
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where:

» Kp is the proportional gain

K is the integral gain

T, 1s the sampling period [s]

e(k) is the position error in step k

w(k) is the rotor speed [rad / s] in step k

w(k - 1) is the rotor speed [rad / s] in step k - 1
* O(k) is the rotor angle [rad] in step k

* O(k - 1) is the rotor angle [rad] in step k - 1

In the fractional arithmetic, Equation 41 on page 82 and Equation 42 on page 82 are as
follows:

W lk)* Opax = K p- esdk)+ Ty K - es k) + ogdk — 1) - pay
Equation 44
Osc (k) Opax = T 05 (k) * Opax T Osc (k= 1) Oprax

Equation 45
where:

* e..(k) 1s the scaled position error in step k

* W.(k) 1s the scaled rotor speed [rad / s] in step k

* Wq.(k - 1) is the scaled rotor speed [rad / s] in step k - 1
* O,.(k) is the scaled rotor angle [rad] in step k

* O,.(k - 1) is the scaled rotor angle [rad] in step k - 1

* Wpax 18 the maximum speed

* 0.« is the maximum rotor angle (typically)

2.8.1 Available versions
The function is available in the following versions:

 Fractional output - the output is the fractional portion of the result; the result is
within the range <-1 ; 1).

e Accumulator output with floating point structure - the output is the accumulator
result; the result is within the range <-1 ; 1). The structure of the parameters contains
the 32-bit single precision floating-point values.
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The available versions of the AMCLIB_TrackObsrv function are shown in the following
table:

Table 2-15. Init versions

Function name Init angle Parameters Result type
AMCLIB_TrackObsrvinit_F16 frac16_t AMCLIB_TRACK_OBSRV_T_F32 * void

The input is a 16-bit fractional value of the angle normalized to the range <-1; 1) that
represents an angle (in radians) within the range <-m ; m).

AMCLIB_TrackObsrvInit_A32af acc32_t |AMCLIB_TRACK_OBSRV_T_FLT * |void

Input is the 32-bit accumulator value of the angle normalized to the range <-1 ; 1) that
represents an angle in radians within the range <-m; ). The parameters are 32-bit
single precision values.

Table 2-16. Function versions

Function name Input type Parameters Result type
AMCLIB_TrackObsrv_F16 frac16_t AMCLIB_TRACK_OBSRV_T_F32 * frac16_t

Tracking observer with a 16-bit fractional position error input divided by 1. The output
from the obsever is a 16-bit fractional position normalized to the range <-1; 1) that
represents an angle (in radians) within the range <-m ; m).

AMCLIB_TrackObsrv_A32af acc32_t AMCLIB_TRACK_OBSRV_T_FLT * acc32_t

Tracking observer with a 32-bit accumulator position divided by m. The output from the
obsever is a 32-bit accumulator position normalized to the range <-1; 1) that
represents an angle (in radians) within the range <-m ; m). The parameters are 32-bit
single precision values.

2.8.2 AMCLIB_TRACK_OBSRV_T_F32

Variable name Input Description
type
f32Theta frac32_t |Estimated position as the output of the second numerical integrator. The parameter is

within the range <-1; 1). Controlled by the algorithm.

f32Speed frac32_t |Estimated speed as the output of the first numerical integrator. The parameter is within the
range <-1; 1). Controlled by the algorithm.

f321_1 frac32_t |State variable in the controller part of the observer; integral part at step k - 1. The
parameter is within the range <-1 ; 1). Controlled by the algorithm.

f161Gain frac16_t |The observer integral gain is set up according to Equation 44 on page 83 as:
TS . K] . ﬁ . Z*ISh

The parameter is a 16-bit fractional type within the range <0 ; 1). Set by the user.

i161GainSh int16_t The observer integral gain shift takes care of keeping the f161Gain variable within the
fractional range <-1 ; 1). The shift is determined as:

log (T~ K~ mge) — log 1 < Ish < log (T K" ez ) — log 0.5

Table continues on the next page...

AMCLIB User's Guide, Rev. 2, 11/2016
84 NXP Semiconductors




4
Chapter 2 Algorithms in detail

Variable name Input Description
type

The parameter is a 16-bit integer type within the range <-15 ; 15>. Set by the user.

f16PGain frac16_t |The observer proportional gain is set up according to Equation 44 on page 83 as:

KP' 1 .2—Psh

Omax

The parameter is a 16-bit fractional type within the range <0 ; 1). Set by the user.

i16PGainSh int16_t The observer proportional gain shift takes care of keeping the f16PGain variable within the
fractional range <-1 ; 1). The shift is determined as:

10g(K p* mpzs) — log, 1< Psh < log (K p" gz ) — log 0.5

The parameter is a 16-bit integer type within the range <-15 ; 15>. Set by the user.

f16ThGain frac16_t |The observer gain for the output position integrator is set up according to Equation 45 on
page 83 as:

Ts . Omax Z*Thsh

max

The parameter is a 16-bit fractional type within the range <0 ; 1). Set by the user.

i16ThGainSh int16_t The observer gain shift for the position integrator takes care of keeping the f16ThGain
variable within the fractional range <-1 ; 1). The shift is determined as:

log (T %)~ log 1 < THsh < log(T* 5™) ~ log 0.5

The parameter is a 16-bit integer type within the range <-15 ; 15>. Set by the user.

2.8.3 AMCLIB_TRACK_OBSRV_T_FLT

Variable name Input Description
type
f32Theta frac32_t |Estimated position as the output of the second numerical integrator. The parameter is

within the range <-1; 1). Controlled by the algorithm.

fltSpeed float_t Estimated speed as the output of the first numerical integrator. The parameter is within the
full range. Controlled by the algorithm.

fltl_1 float_t State variable in the controller part of the observer; integral part at the step k - 1. The
parameter is within the full range. Controlled by the algorithm.

fltiGain float_t The observer integral gain is set up according to Equation 42 on page 82 as: K|Tg

The parameter is a 32-bit single precision floating-point value in range (0; 16383.99999).
Set by the user.

fltPGain float_t The observer proportional gain is set up according to Equation 42 on page 82 as: Kp

The parameter is a 32-bit single precision floating-point value in range (0; 32767.99998).
Set by the user.

fltiThGain float_t The observer gain for the output position integrator is set up according to Equation 43 on
page 82 as: T

The parameter is a 32-bit single precision floating-point value in range (0; 1). Set by the
user.
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2.8.4 Declaration
The available AMCLIB_TrackObsrvInit functions have the following declarations:

void AMCLIB TrackObsrvInit F16(fraclé t fl6ThetaInit, AMCLIB TRACK OBSRV T F32 *psCtrl)
void AMCLIB TrackObsrvInit A32af (acc32 t a32ThetalInit, AMCLIB TRACK OBSRV T FLT *psCtrl)

The available AMCLIB_TrackObsrv functions have the following declarations:

fraclé t AMCLIB TrackObsrv_F16 (fraclé t fl6Error, AMCLIB TRACK OBSRV_T F32 *psCtrl)
acc32_ t AMCLIB TrackObsrv A32af (acc32 t a32Error, AMCLIB TRACK OBSRV_T FLT *psCtrl)

2.8.5 Function use
The use of the AMCLIB_TrackObsrv function is shown in the following example:

#include "amclib.h"

static AMCLIB TRACK OBSRV T F32 sTo;
static fraclé t fl6ThetaError;
static fraclé_t fl6PositionEstim;

void Isr (void) ;
void main (void)

sTo.f16IGain
sTo.116IGainSh
sTo.f16PGain
sTo.116PGainSh
sTo.f16ThGain
sTo.116ThGainSh

FRAC16 (0.6434) ;
_9;
FRAC16 (0.6801) ;
-2;
FRAC16 (0.6400) ;
_4;

AMCLIB TrackObsrvInit F16 (FRAC16(0.0), &sTo);

fl6ThetaError = FRAC16(0.5) ;

}

/* Periodical function or interrupt */
void Isr(void)

{

/* Tracking observer calculation */
fléPositionEstim = AMCLIB TrackObsrv F16 (fl16ThetaError, &sTo) ;

}
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A.1 bool t

The bool_t type 1s a logical 16-bit type. It is able to store the boolean variables with two
states: TRUE (1) or FALSE (0). Its definition is as follows:

typedef unsigned short bool t;
The following figure shows the way in which the data is stored by this type:
Table A-1. Data storage

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

Value Unused LC(;?i
0 | 0 | 0 | oo | 0 | 0 | o] o | 0 | 0 | o] o | 0 | 0 | 1
TRUE
0 0 0 1
0 | 0 | 0 | o] o | 0 | 0 | o] o | 0 | 0 | o] o | 0 | 0 | 0
FALSE
0 0 0 0

To store a logical value as bool_t, use the FALSE or TRUE macros.

A.2 uint8_t

The uint8_t type is an unsigned 8-bit integer type. It is able to store the variables within
the range <0 ; 255>. Its definition is as follows:

typedef unsigned char uint8 t;

The following figure shows the way in which the data is stored by this type:
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Table A-2. Data storage
7 6 5 4 3 2 1 0
Value Integer
1 | 1 | 1 | 1 1 | 1 | 1 | 1
255
F F
y 0 | 0 | 0 | 0 1 | 0 | 1 | 1
0 B
0 | 1 | 1 | 1 1 | 1 | 0 | 0
124
7 C
156 1 | o | o | A R
9 F

A.3 uint16_t

The uint16_t type is an unsigned 16-bit integer type. It is able to store the variables
within the range <0 ; 65535>. Its definition is as follows:

typedef unsigned short uintlé t;
The following figure shows the way in which the data is stored by this type:
Table A-3. Data storage

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0
Value Integer
1 | 1 | 1 | 1 1 | 1 | 1 | 1 1 | 1 | 1 | 1 1 | 1 | 1 | 1
65535
F F F F
0 | 0 | 0 | oo | 0 | 0 | o] o | 0 | 0 | o] o | 1 | 0 | 1
5
0 0 0 5
0 | 0 | 1 | 1] 1 | 1 | 0 | o | 1 | 0 | 0 | 1] 1 | 1 | 1 | 0
15518
3 C 9 E
1 | 0 | 0 | 1] 1 | 1 | 1 | 1 ]o | 1 | 0 | o] o | 0 | 0 | 0
40768
9 F 4 0

A.4 uint32_t
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The uint32_t type is an unsigned 32-bit integer type. It is able to store the variables
within the range <0 ; 4294967295>. Its definition is as follows:

typedef unsigned long uint32 t;
The following figure shows the way in which the data is stored by this type:
Table A-4. Data storage

31 24 23 16 15 87 0
Value Integer
4294967295 F F F F F F F F
2147483648 8 0 0 0 0 0 0 0
55977296 0 3 5 6 2 5 5 0
3451051828 C D B 2 D F 3 4
A5 int8_t

The int8_t type is a signed 8-bit integer type. It is able to store the variables within the
range <-128 ; 127>. Its definition is as follows:

typedef char int8 t;
The following figure shows the way in which the data is stored by this type:
Table A-5. Data storage

7 6 5 4 3 2 1 0
Value Sign Integer
0 1 | 1 | 1 1 | 1 | 1 | 1
127
7 F
1 | 0 | 0 | 0 0 | 0 | 0 | 0
-128
8 0
0 | 0 | 1 | 1 1 | 1 | 0 | 0
60
3 o}
o7 1 | o | o | A R
9 F
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A.6 int16_t

The int16_t type is a signed 16-bit integer type. It is able to store the variables within the
range <-32768 ; 32767>. Its definition is as follows:

typedef short intlé t;
The following figure shows the way in which the data is stored by this type:
Table A-6. Data storage

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

Value Sign Integer
0o | 1 | 1 | 1 1 | 1 | 1 | 1 1 | 1 | 1 | 1 1 | 1 | 1 | 1
32767
7 F F F
1 | 0 | 0 | o] o | 0 | 0 | o] o | 0 | 0 | oo | 0 | 0 | 0
-32768
8 0 0 0
0 | 0 | 1 | 1] 1 | 1 | 0 | o | 1 | 0 | 0 | 1] 1 | 1 | 1 | 0
15518
3 C 9 E
1 | 0 | 0 | 1] 1 | 1 | 1 | 1 ]o | 1 | 0 | o] o | 0 | 0 | 0
-24768
9 F 4 0

A.7 Int32_t

The int32_t type is a signed 32-bit integer type. It is able to store the variables within the
range <-2147483648 ; 2147483647>. Its definition is as follows:

typedef long int32 t;
The following figure shows the way in which the data is stored by this type:
Table A-7. Data storage

31 24 23 16 15 87 0
Value S | Integer
2147483647 7 F F F F F F F
-2147483648 8 0 0 0 0 0 0 0
55977296 0 3 5 6 2 5 5 0
-843915468 C D B 2 D F 3 4
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A.8 frac8 t

The frac8_t type is a signed 8-bit fractional type. It is able to store the variables within
the range <-1 ; 1). Its definition is as follows:

typedef char frac8_t;
The following figure shows the way in which the data is stored by this type:
Table A-8. Data storage

7 6 5 4 3 2 1 0
Value Sign Fractional
0 1 | 1 | 1 1 | 1 | 1 | 1
0.99219
7 F
1 | 0 | 0 | 0 0 | 0 | 0 | 0
-1.0
8 0
0 | 0 | 1 | 1 1 | 1 | 0 | 0
0.46875
3 c
1 | 0 | 0 | 1 1 | 1 | 1 | 1
-0.75781
9 F

To store a real number as frac8_t, use the FRACS8 macro.

A.9 frac16 t

The frac16_t type is a signed 16-bit fractional type. It is able to store the variables within
the range <-1 ; 1). Its definition is as follows:

typedef short fraclé t;
The following figure shows the way in which the data is stored by this type:
Table A-9. Data storage

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

Value

0.99997

-1.0

Fractional

1|1|1|1

1|1|1|1

F

F

o|o|o|o o|o|o|o

Table continues on the next page...
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Table A-9. Data storage (continued)
8 0 0 0
o|o|1|11|1|o|o1|o|o|11|1|1|o
0.47357
3 C 9 E
1|o|o|11|1|1|1o|1|o|o o|o|o|o
-0.75586
9 F 4 0

To store a real number as frac16_t, use the FRAC16 macro.

A.10 frac32_ t

The frac32_t type is a signed 32-bit fractional type. It is able to store the variables within
the range <-1 ; 1). Its definition is as follows:

typedef long frac32 t;
The following figure shows the way in which the data is stored by this type:
Table A-10. Data storage

31 24 23 16 15 87 0
Value S Fractional
0.9999999995 7 F F F F F F F
-1.0 8 0 0 0 0 0 0 0
0.02606645970 0 3 5 6 2 5 5 0
-0.3929787632 C D B 2 D F 3 4

To store a real number as frac32_t, use the FRAC32 macro.

A.11 acci16_t

The accl6_t type is a signed 16-bit fractional type. It is able to store the variables within
the range <-256 ; 256). Its definition is as follows:

typedef short acclé t;

The following figure shows the way in which the data is stored by this type:
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Table A-11. Data storage

15 14 13 12 11 10 9 8 7 6 5 4 3 2 1 0

Value Sign Integer Fractional
o1|1|11|1|1|111|1|11|1|1|1
255.9921875
7 F F F
1|o|o|o o|o|o|o o|o|o|o o|o|o|o
-256.0
8 0 0 0
o|o|o|o o|o|o|o1|o|o|o o|o|o|o
1.0
0 0 8 0
o t 1111|111 ]1]o]lofo]o]o]o]o
F F 8 0
o|o|o|o o|1|1|o1|1|1|o o|1|o|1
13.7890625
0 6 E 5
1|1|o|1o|o|1|1o|o|1|o o|1|o|o
-89.71875
D 3 2 4

To store a real number as accl16_t, use the ACC16 macro.

A.12 acc32_ t

The acc32_t type is a signed 32-bit accumulator type. It is able to store the variables
within the range <-65536 ; 65536). Its definition is as follows:

typedef long acc32_t;
The following figure shows the way in which the data is stored by this type:
Table A-12. Data storage

31 24 23 16 15 87 0
Value S Integer | Fractional
65535.999969
-65536.0
1.0
-1.0
23.789734
-1171.306793

Mm|o|m|lo|w| N
U|lo|mn|o|o|m
Wjo|m|lo|o|m
o|m|m|o|o|m
o|m|o|o|o|m
w|lo|lo|lo|o|m
W| —=|o|o|o|m
Olo|lo|o|o|m

To store a real number as acc32_t, use the ACC32 macro.
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A.13 float t

The float_t type is a signed 32-bit single precision floating-point type, defined by IEEE
754. 1t is able to store the full precision (normalized) finite variables within the range
<-3.40282 - 1033 ; 3.40282 - 1038) with the minimum resolution of 2723, The smallest
normalized number is =1.17549 - 10738, Nevertheless, the denormalized numbers (with
reduced precision) reach yet lower values, from +1.40130 - 10"% to £1.17549 - 1038, The
standard also defines the additional values:

* Negative zero

* Infinity

e Negative infinity
e Not a number

The 32-bit type is composed of:

* Sign (bit 31)
* Exponent (bits 23 to 30)
e Mantissa (bits O to 22)

The conversion of the number is straighforward. The sign of the number is stored in bit
31. The binary exponent is decoded as an integer from bits 23 to 30 by subtracting 127.
The mantissa (fraction) is stored in bits O to 22. An invisible leading bit (it is not actually
stored) with value 1.0 is placed in front; therefore, bit 23 has a value of 0.5, bit 22 has a
value 0.25, and so on. As a result, the mantissa has a value between 1.0 and 2. If the
exponent reaches -127 (binary 00000000), the leading 1.0 is no longer used to enable the
gradual underflow.

The float_t type definition is as follows:
typedef float float t;
The following figure shows the way in which the data is stored by this type:

Table A-13. Data storage - normalized values

31 24 23 16 15 87 0
Value S Exponent Mantissa

20-22%.227 {0f1 1111110111111 1111111111111 1111

~ 3.40282 - 10% 7 F | 7 F | F F | F F

(20-22.22711[1 1111 110[1 1111111111111 111111111

% -3.40282 - 10% F F | 7 F | F F | F =

Table continues on the next page...
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Table A-13. Data storage - normalized values (continued)

2-126 o|ooooooo1|ooooooooooooooooooooooo
~1.17549 - 1038 0 0 | 8 0 | 0 0 | 0 0
2126 1|ooooooo1|ooooooooooooooooooooooo
~-1.17549 . 1038 8 0 | 8 0 | 0 0 | 0 0
1.0 o|o1111111|ooooooooooooooooooooooo
3 F | 8 0 | 0 0 | 0 0
1.0 1|o1111111|ooooooooooooooooooooooo
B F | 8 0 | 0 0 | 0 0
n o|1ooooooo|1oo1oo1oooo111111011011

~ 3.1415927 4 0 | 4 9 | 0 F | D B

-20810.086 1|1ooo11o1|o1ooo1o1oo1o1oooo1o11oo
C 6 | A 2 | 9 4 | 2 c

Table A-14. Data storage - denormalized values

31 24 23 16 15 87 0

Value S Exponent Mantissa

0.0 0/l 0o0o00000/00000000000O0O0OOOOOOOGOOQO
0 o | o o | o o | o 0

-0.0 10 0000000/00000000000000000000000O
8 o | o o | o o | o 0

(1.0-2-23)-2-126o|oooooooo|11111111111111111111111
~1.17549 - 1098 0 o | 7 F | F F | F F

-(1.0-2-23)-2-1261|oooooooo|11111111111111111111111
~-1.17549 - 1038 8 o | 7 F | F F | F F

21 2126 o|oooooooo|1oooooooooooooooooooooo
~ 5.87747 - 1039 0 0 | 4 0 | 0 0 | 0 0

1. 0126 1|oooooooo|1oooooooooooooooooooooo
~ -5.87747 - 1039 8 0 | 4 0 | 0 0 | 0 0

223 . 126 o|oooooooo|oooooooooooooooooooooo1
~1.40130 - 1045 0 0 | 0 0 | 0 0 | 0 1

023, p-126 1|oooooooo|oooooooooooooooooooooo1
~-1.40130 - 1045 8 0 | 0 0 | 0 0 | 0 1
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Table A-15. Data storage - special values

31 24 23 16 15 87 0
Value S Exponent Mantissa
oo 0/[1t1111111/00000000000000000000O0O0GO0O0
7 F | 8 0 | 0 0 | 0 0
o0 1|11111111|ooooooooooooooooooooooo
F F | 8 0 | 0 0 | 0 0
Not a number *1T 1111 11 1| non zero
7/F F | 800001 to FFFFFF

A.14 GMCLIB_3COOR_T_F16

The GMCLIB_3COOR_T_F16 structure type corresponds to the three-phase stationary
coordinate system, based on the A, B, and C components. Each member is of the frac16_t
data type. The structure definition is as follows:

typedef struct
fracle_t fl6A;
fracle t £f16B;

fracle t f16C;
} GMCLIB_3COOR T F16;

The structure description is as follows:

Table A-16. GMCLIB_3COOR_T_F16 members description

Type Name Description
frac16_t f16A A component; 16-bit fractional type
frac16_t f16B B component; 16-bit fractional type
frac16_t f16C C component; 16-bit fractional type

A.15 GMCLIB_3COOR_T_FLT

The GMCLIB_3COOR_T_FLT structure type corresponds to the three-phase stationary
coordinate system, based on the A, B, and C components. Each member is of the float_t
data type. The structure definition is as follows:

typedef struct
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float_t fltA;
float_t fltB;
float t f£1tC;

} GMCLIB 3COOR T FLT;

The structure description is as follows:

Table A-17. GMCLIB_3COOR_T_FLT members description

Type Name Description
float_t fltA A component; 32-bit single precision floating-point type
float_t fltB B component; 32-bit single precision floating-point type
float_t fltC C component; 32-bit single precision floating-point type

A.16 GMCLIB_2COOR_ALBE_T_F16

The GMCLIB_2COOR_ALBE_T_F16 structure type corresponds to the two-phase
stationary coordinate system, based on the Alpha and Beta orthogonal components. Each
member is of the frac16_t data type. The structure definition is as follows:
typedef struct

fraclé_t fleé6Alpha;

fraclé_t fléBeta;
} GMCLIB 2COOR ALBE T F16;

The structure description is as follows:

Table A-18. GMCLIB_2COOR_ALBE_T_F16 members description

Type Name Description
frac16_t f16Apha a-component; 16-bit fractional type
frac16_t f16Beta B-component; 16-bit fractional type

A.17 GMCLIB_2COOR_ALBE_T_FLT

The GMCLIB_2COOR_ALBE_T_FLT structure type corresponds to the two-phase
stationary coordinate system based on the Alpha and Beta orthogonal components. Each
member is of the float_t data type. The structure definition is as follows:

typedef struct
float_t fltAlpha;

float t fltBeta;
} GMCLIB 2COOR_ALBE T FLT;
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The structure description is as follows:

Table A-19. GMCLIB_2COOR_ALBE_T_FLT members

description
Type Name Description
float_t fltApha a-component; 32-bit single precision floating-point type
float_t fliBeta B-component; 32-bit single precision floating-point type

A.18 GMCLIB_2COOR_DQ_T_F16

The GMCLIB_2COOR_DQ_T_F16 structure type corresponds to the two-phase rotating
coordinate system, based on the D and Q orthogonal components. Each member is of the
frac16_t data type. The structure definition is as follows:

typedef struct
fracle_t fle6D;

fracle t £16Q;
} GMCLIB 2COOR_DQ T F16;

The structure description is as follows:

Table A-20. GMCLIB_2COOR_DQ_T_F16 members description

Type Name Description
frac16_t f16D D-component; 16-bit fractional type
frac16_t f16Q Q-component; 16-bit fractional type

A.19 GMCLIB_2COOR_DQ_T_F32

The GMCLIB_2COOR_DQ_T_F32 structure type corresponds to the two-phase rotating
coordinate system, based on the D and Q orthogonal components. Each member is of the
frac32_t data type. The structure definition is as follows:

typedef struct

frac32 t £32D;
frac32 t £32Q;
} GMCLIB_2COOR DQ T F32;
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The structure description is as follows:

Table A-21. GMCLIB_2COOR_DQ_T_F32 members description

Type Name Description
frac32_t f32D D-component; 32-bit fractional type
frac32_t f32Q Q-component; 32-bit fractional type

A.20 GMCLIB_2COOR_DQ_T_FLT

The GMCLIB_2COOR_DQ_T_FLT structure type corresponds to the two-phase rotating
coordinate system, based on the D and Q orthogonal components. Each member is of the
float_t data type. The structure definition is as follows:

typedef struct
float t £1tD;

float t £1tQ;
} GMCLIB_2COOR DQ T FLT;

The structure description is as follows:

Table A-22. GMCLIB_2COOR_DQ_T_FLT members description

Type Name Description
float_t fltD D-component; 32-bit single precision floating-point type
float_t fltQ Q-component; 32-bit single precision floating-point type

A.21 GMCLIB_2COOR_SINCOS_T_F16

The GMCLIB_2COOR_SINCOS_T_F16 structure type corresponds to the two-phase
coordinate system, based on the Sin and Cos components of a certain angle. Each
member is of the frac16_t data type. The structure definition is as follows:

typedef struct
fracle t f16Sin;

fraclé_t fleCos;
} GMCLIB_2COOR _SINCOS T F16;
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The structure description is as follows:

Table A-23. GMCLIB_2COOR_SINCOS_T_F16 members description

Type Name Description
frac16_t f16Sin Sin component; 16-bit fractional type
frac16_t f16Cos Cos component; 16-bit fractional type

A.22 GMCLIB_2COOR_SINCOS_T_FLT

The GMCLIB_2COOR_SINCOS_T_FLT structure type corresponds to the two-phase
coordinate system, based on the Sin and Cos components of a certain angle. Each
member is of the float_t data type. The structure definition is as follows:
typedef struct

float t £fltSin;

float t fltCos;
} GMCLIB_2COOR_SINCOS T FLT;

The structure description is as follows:

Table A-24. GMCLIB 2COOR_SINCOS T FLT members

description
Type Name Description
float_t fltSin Sin component; 32-bit single precision floating-point type
float_t fltCos Cos component; 32-bit single precision floating-point type

A.23 FALSE

The FALSE macro serves to write a correct value standing for the logical FALSE value
of the bool_t type. Its definition is as follows:

#define FALSE ((bool t)O0)

#include "mlib.h"
static bool t bval;
void main (void)

bval = FALSE; /* bval = FALSE */

}
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A.24 TRUE

The TRUE macro serves to write a correct value standing for the logical TRUE value of
the bool_t type. Its definition is as follows:

#define TRUE ((bool_t)1)

#include "mlib.h"
static bool_t bval;
void main (void)

{

bval = TRUE; /* bVal = TRUE */

}

A.25 FRACS8

The FRACS8 macro serves to convert a real number to the frac8_t type. Its definition is as
follows:

#define FRAC8 (x) ((frac8 t) ((x) < 0.9921875 ? ((x) >= -1 ? (x)*0x80 : 0x80) : 0x7F))

The input is multiplied by 128 (=27). The output is limited to the range <0x80 ; 0x7F>,
which corresponds to <-1.0 ; 1.0-277>.

#include "mlib.h"
static frac8 t f8Vval;
void main (void)

f8val = FRAC8(0.187) ; /* £8val = 0.187 */

}

A.26 FRAC16

The FRAC16 macro serves to convert a real number to the frac16_t type. Its definition is
as follows:

#define FRAC16 (x) ((fraclé t) ((x) < 0.999969482421875 ? ((x) >= -1 ? (x)*0x8000 : 0x8000)
0x7FFF) )
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The input is multiplied by 32768 (=213). The output is limited to the range <0x8000 ;
0x7FFF>, which corresponds to <-1.0 ; 1.0-2°15>,

#include "mlib.h"
static fracle_t fleéeval;
void main(void)

fl16val = FRAC16(0.736); /* f£l6val = 0.736 */

}

A.27 FRAC32

The FRAC32 macro serves to convert a real number to the frac32_t type. Its definition is
as follows:

#define FRAC32(x) ((frac32_t) ((x) < 1 ? ((x) »>= -1 ? (x)*0x80000000 : 0x80000000) :
0x7FFFFFFF) )

The input is multiplied by 2147483648 (=23!). The output is limited to the range
<0x80000000 ; 0x7FFFFFFF>, which corresponds to <-1.0 ; 1.0-2731>,

#include "mlib.h"
static frac32_t f32Val;
void main (void)

f32Val = FRAC32(-0.1735667) ; /* £32Val = -0.1735667 */

}

A.28 ACC16

The ACC16 macro serves to convert a real number to the acc16_t type. Its definition is as
follows:

#define ACCle6 (x) ((acclé_t) ((x) < 255.9921875 ? ((x) >= -256 ? (x)*0x80 : 0x8000) : OxX7FFF))

The input is multiplied by 128 (=27). The output is limited to the range <0x8000 ;
0x7FFF> that corresponds to <-256.0 ; 255.9921875>.

#include "mlib.h"

static acclé_t aléval;
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void main (void)

aléVal = ACC1l6(19.45627); /* aleVal = 19.45627 */

}

A.29 ACC32

The ACC32 macro serves to convert a real number to the acc32_t type. Its definition is as
follows:

#define ACC32(x) ((acc32 t) ((x) < 65535.999969482421875 ? ((x) >= -65536 ? (x)*0x8000 :
0x80000000) : Ox7FFFFFFF))

The input is multiplied by 32768 (=21°). The output is limited to the range
<0x80000000 ; Ox7FFFFFFF>, which corresponds to <-65536.0 ; 65536.0-2"15>

#include "mlib.h"
static acc32_t a32val;
void main (void)

a32Val = ACC32(-13.654437); /* a32Val = -13.654437 */

}
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