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This manual describes the capabilities, operation, and functions of the MC68F375
microcontroller unit. Documentation for the Modular Microcontroller Family follows
the modular construction of the devices in the product line. Each device has a com-
prehensive user’s manual which provides sufficient information for normal opera-
tion of the device. The users manual is supplemented by module reference
manuals that provide detailed information about module operation and applica-
tions. Refer to Motorola publication Advanced Microcontroller Unit (AMCU) Litera-
ture (BR1116/D) for a complete listing of documentation to supplement this

manual.

The following describes changes made to the manual since the revision 1 release

Freescale Semiconductor, Inc.

(15 October 2000):

PREFACE

Table i. Revision History

Revision Date Description
0 N/A Initial document.
1 15 October 2000 | First revision.
2 25 June 2003 Page Referrent Description

2-2, Table 2-1,
2-3 NOTES

E-1 Table E-1
E-2 Table E-3
E-3 Table E-3

E-4 NOTES:
Group 5
E-4 NOTES

E-5 Table E-4
NOTES

E-6 Table E-5
E-25 Table E-11

E-28 Table E-15

E-33 Table E-26

Added Note #6 - All PortF pins have weak pull-up to pin mnemonic:
FASTREF/PF[0], IRQ[7]/PF[7], IRQ[6]/PF[6], IRQ[5:1]/PF[5:1].

Max Vi, changed to 6.5V
Changed Vppp t0 5.0 +/- 5%

Note #12, Design information only, not tested:

« Removed on RUN, TPU3 emulation mode

* Added to LPSTOP, 4.19MHz crystal, VCO off (STSIM =0)
« Added to ISB for Transient condition

» Added PE[2] to Port E
» Added PF[4:1] to Port F

Added Note #11 - HALT and RESET are open drain and do not apply
for VOHS5 spec

Note #9, Design information only, not tested, added to
-1 fief (Slow reference mode), -3 PLL Lock Time, -5 Limp Mode
Clock Frequency, -6 CLKOUT Jitter

teyc changed to 30ns

Note #9 - Design information only, not tested, added to

- 3 Vss Differential Voltage, -4 VDD Differential Voltage, -8 Mid-
Analog Supply Voltage, -12 Input Hysteresis, -15 Reference Supply
Current, -16 Load Capacitance, PQA

Note #7, Design information only, not tested, added to
- 3 Vss Differential Voltage, -8 Disruptive Input Injection Current
Reference Supply Current

Note #1, Design information only, not tested, added to
- Ippr (Disabled), Ipp (Read, Vpp and Program, Vpp)
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The following conventions are used throughout the manual.

Logic level one is the voltage that corresponds to a Boolean true (1) state.
Logic level zero is the voltage that corresponds to a Boolean false (0) state.
To set a bit means to establish logic level one on the bit.

To clear a bit means to establish logic level zero on the bit.

OxXXXX denotes hexadecimal numbers, ObXXXX denotes binary.

A signal that is asserted is in its active logic state. An active low signal changes
from logic level one to logic level zero when asserted, and an active high signal
changes from logic level zero to logic level one.

A signal that is negated is in its inactive logic state. An active low signal changes
from logic level zero to logic level one when negated, and an active high signal
changes from logic level one to logic level zero.

A specific bit or signal within a range is referred to by mnemonic and number.
For example, ADDR15 is bit 15 of the address bus. A range of bits or signals is
referred to by mnemonic and the numbers that define the range. For example, DA-
TA[7:0] form the low byte of the data bus.

L SB means least significant bit or bits. MSB means most significant bit or bits. Ref-
erences to low and high bytes are spelled out.
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SECTION 1
OVERVIEW DESCRIPTION

1.1 Introduction

The MC68F375 is a member of the MC68300/68HC16 family of modular microcontrol-
lers. This family includes a series of modules from which numerous microcontrollers
(MCU'’s) are derived. These modules are connected on-chip via the intermodule bus
(IMB). This section includes a list of pins that are available to each module on the chip,
see Table 1-1.

1.2 MC68F375 Feature List

The major features of the MC68F375 are listed below. A block diagram of the device
is shown in Figure 1-1.

» Modular architecture.
* 32-bit 68000 family CPU with upward object code compatibility (CPU32):
— Virtual memory implementation.
— Loop mode for instruction execution.
— Improved exception handling for controller applications.
— Table lookup and interpolate instruction.
« Single chip integration module (SCIM2E):
— External bus support.
— Parallel ports option on address and data bus in single chip modes and par-
tially expanded modes.
— Nine programmable chip select outputs.
— Two special emulation-specific chip select outputs.
— System protection logic.
— System clock based on slow (~32 KHz) or Fast (~4 MHz) crystal reference or
external clock operation (2X).
— Periodic interrupt timer, watchdog timer, clock monitor and bus monitor.
* 10-bit queued analog-to-digital converter with AMUX (QADCG64):
— Up to 16 channels on the QADCG64 (25 total including the 16 AMUX Channels).
— 4 automatic channel selection and conversion modes.
— 2 channel scan queues of variable length.
— 64 result registers and 3 result alignment formats.
— Programmable input sample time.
— Analog multiplexer capable of multiplexing 16 analog channels.
* Queued serial multi-channel communication module with three serial 1/0 sub-
systems (QSMCM):
— 2 enhanced SCI (UART): modulus baud rate generator, parity. One SCI has
16 level Rx and Tx queues.
— Queued SPI: 160-byte RAM, up to 32 automatic transfers, continuous cycling,
8-10-16 bits per transfer, LSB/MSB first.

MC68F375 OVERVIEW DESCRIPTION MOTOROLA
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— Dual function I/O port pins.
» Time processing unit (TPU3): | T[
— 16 channels — each is associated with a pin.
— Each channel can perform any time function.
— Each time function may be assigned to more than one channel.
— Each channel has an event register comprised of: 16-bit capture register, 16-
bit compare/match register, 16-bit greater-than-or-equal-to comparator.
— Each channel can be programmed to perform match or capture operations
with one or both of the two 16-bit free running timer count registers (TCR1 and
TCR2).
— TCRL1 is clocked from the internal TPU3 system clock.
— TCR2 may be clocked or gated from the external T2CLK pin.
— All time primitives are microcoded.
— 4 Kbytes of microstore program ROM space.
— All channels have eight 16-bit parameter registers.
— A hardware scheduler with three priority levels is included.
— Resolution is one system clock period.
— Modulus prescaler (DIV 2, 4, 6...... 62, 64)
» 6-Kbyte TPU emulation RAM (DPTRAM).

— Can be used as system RAM or TPU microcode storage.
» 256K Byte 1T Flash EEPROM (CMFI).

— 5V program/erase.

— Block 0 protected by an external pin.
* SRAM

— External Vggy pin for separate standby supply.

— 8-Kbyte static RAM (SRAM):

— 4 x 512-byte static RAM (SRAM):

— 512-byte modules can overlay any 512-byte portion (on 512-byte boundaries)
of the CMFI module.

* Late programmable read only memory — ROM:

— 8-Kbyte array, accessible as bytes or words.

— User selectable default base address.

— User selectable bootstrap ROM function.

* CAN2.0B controller module (TouCAN ):

— Full implementation of CAN protocol specification — Version 2.0B.

— Standard/extended data and remote frames (up to 109/127 bits long).

— Programmabile bit rate up to 1 Mbit/sec, derived from system clock.

— 16 Rx/Tx message buffers of 0-8 bytes data length, of which 2 buffers are con-
figurable to work as Rx buffers with specific programmable masks.

— Programmable global Rx masks.

— Programmable transmit-first scheme: lowest ID or lowest buffer number.

— Low power “SLEEP” mode, with programmable “WAKE UP” on bus activity.

— Automatic time-stamping of received and transmitted messages.

« Configurable timer module 9 (CTM9):

— 1 bus interface unit submodule (BIUSM).

— 1 counter prescaler submodule (CPSM).

— 1 free-running counter submodule (FCSM).

MC68F375 OVERVIEW DESCRIPTION MOTOROLA
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— 4 single action submodules (SASM).
— 4 double action submodules (DASM).
— 4 dedicated PWM submodules (PWMSM)
» Package: flip chip and 217-ball 23 x 23 mm PBGA.
* Operating temperature: -40 C through 125 C
* Operating frequency: 33.00 MHz system clock at Vpp, =3.3V/Vppy =5.0V.

— 2 modulus counter submodules (MCSM).
| Tl

1.3 Module Descriptions

A short description of each module of the MC68F375 appears in the following sections.
For more details on each module, please refer to the specific module section as
indicated.

1.3.1 Central Processing Unit Module — CPU32

The CPU32 is upward-compatible with the M68000 family which excels at processing
calculation-intensive algorithms and supporting high level languages. All of the
MC68010 and most of the MC68020 enhancements such as virtual memory support,
loop mode execution, and 32-bit mathematical operations are supported. New instruc-
tions such as table lookup and interpolate and low-power stop support the specific
requirements of controller applications. Refer to SECTION 3 CENTRAL PROCES-
SOR UNIT.

1.3.2 Single Chip Integration Module — SCIM2E

The MC68F375 contains the single chip integration module 2 (SCIM2E). The SCIM2E
consists of several submodules: the external bus interface, the system protection sub-
module, the test submodule, the clock synthesizer, and the chip select submodule.
Refer to SECTION 4 SINGLE-CHIP INTEGRATION MODULE 2 (SCIM2E).

The MC68F375 SCIM2E includes improvements to the regular SCIM. This enhanced
SCIM includes improvements to the clock synthesizer. These changes are defined in
detail in 4.3.2 Clock Synthesizer Submodule. Please refer to the SCIM Reference
Manual (SCIMRM/AD) for more details on the characteristics of this module.

1.3.3 Queued Analog to Digital Converter Module — QADC64

The queued analog-to-digital converter 64 (QADC64) provides the microcontroller
unit (MCU) with two conversion sequence control mechanisms (queues); a 16
channel expandable multiplexer; a 10-bit A/D converter; and digital port logic. Re-
fer to SECTION 5 QUEUED ANALOG-TO-DIGITAL CONVERTER MODULE-64.

» The queue RAM stores the sequence of channels to convert, conversion param-
eters, and stores conversion results.

» The queue control logic provides the trigger/run modes, interrupt control, queue
status, etc.

» The 10-bit A/D converter selects and convert the desired channel, using a suc-
cessive approximation technique. The absolute accuracy (total unadjusted error)
compared to an ideal transfer curve is +/-2 counts.
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» The port logic provides up to 8 input-only and 8 bidirectional digital interface pins.
Pins which are used as analog channels should be masked out of the digital data. | T[

1.3.4 Analog Multiplexer — AMUX

The analog multiplexer (AMUX) submodule expands the channel capacity of the
QADC64 analog-to-digital converter inputs by a maximum of 32 analog channels. 16
analog channels are bonded out on the MC68F375. The AMUX does not have an
intermodule bus (IMB3) interface; control is through the QADC64. Refer to 5.13 Ana-
log Multiplexer Submodule.

1.3.5 Queued Serial Multi-Channel Communications Module — QSMCM

The queued serial multi-channel module (QSMCM) provides the microcontroller unit
(MCU) with three serial communication interfaces divided into three submodules: the
queued serial peripheral interface (QSPI) and two serial communications interfaces
(SCI). These submodules communicate with the CPU via a common slave bus inter-
face wunit (SBIU). Refer to SECTION 5 QUEUED ANALOG-TO-DIGITAL
CONVERTER MODULE-64.

The QSPI is a full-duplex, synchronous serial interface for communicating with periph-
erals and other MCUs. It is enhanced from the original QSM to include a total of 160
bytes of queue RAM to accommodate more receive, transmit, and control information.

The duplicate, independent, SCls are full-duplex universal asynchronous receiver
transmitter (UART) serial interface. The original QSM SCI is enhanced by the addition
of an SCI, a common external baud clock source, receive and transmit buffers on one
SCI.

1.3.6 TouCAN Module

The TouCAN module is a communication controller implementing the CAN protocol. It
contains all the logic needed to implement the CANZ2.0B protocol, supporting both
standard ID format and extended ID. The protocol is a CSMA/CD type, with collision
detection without loss, used mainly for vehicle systems communication and industrial
applications. The module contains 16 message buffers used for transmit and receive,
and masks used to qualify the received message ID before comparing it to the receive
buffers. Refer to SECTION 7 CAN 2.0B CONTROLLER MODULE.

1.3.7 Enhanced Time Processing Unit — TPU3

The TPU3 is an intelligent, semi-autonomous co-processor designed for timing con-
trol. Operating simultaneously with the CPU, the TPU processes microinstructions,
schedules and processes real-time hardware events, performs input and output, and
accesses shared data without CPU intervention. Consequently, for each timer event
the CPU setup and service time are minimized or eliminated.

The TPU3 can be viewed as a special-purpose microcomputer that performs a pro-
grammable series of two operations, match and capture. Each occurrence of either op-
eration is called an event. A programmed series of events is called a function. TPU3
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functions replace software functions that would require host CPU interrupt service. Re-
fer to SECTION 8 TIME PROCESSOR UNIT 3.

1.3.8 DPTRAM TPU Emulation RAM Module — DPTRAM

The RAM module with TPU microcode storage support (DPTRAM) consists of a con-
trol register block and a 6-Kbyte array of static RAM which can be used as a microcode
storage for TPU3 or general purpose memory. Microcode initialization is done by the
host CPU through standard IMB modes of access. Refer to SECTION 9 DUAL-PORT
TPU RAM (DPTRAM).

The DPTRAM interface includes an IMB3 bus Interface and two® TPU3 interfaces.
When the RAM is being used in microcode mode, the array may only be accessed by
the TPU3 via a separate local bus, and not via the intermodule bus.

1.3.9 1T Flash Electrically Erasable Read Only Memory — CMFI

The MC68F375 contains an electrically erasable, programmable 256-Kbyte FLASH
memory (CMFI). The primary function of the CMFI module is to serve as electrically
programmable and erasable non-volatile memory (NVM) to store program instructions
and/or data. It is a non-volatile solid state silicon memory device consisting of an array
of isolated elements, a means for selectively adding and removing charge to the ele-
ments electrically and a means of selectively sensing the stored charge in the
elements. When power is removed from the device, the stored charge of the isolated
elements will be retained. Refer to SECTION 10 CDR MoneT FLASH FOR THE IMB3
(CMFI).

1.3.10 Static RAM — SRAM
There are two types of SRAM in the MC68F375:

» 8K Static RAM — SRAM. This module is a fast access (2 clocks) general purpose
static RAM (SRAM) for the MCU and is accessed via the IMB.

» 2K (4 x 512 Byte) Patch Static RAM — SRAM. These modules are fast access (2
clocks) general purpose static RAMs (SRAM) for the MCU with a patch option
which provides a method to overlay the internal CMFI memory for emulation.

Refer to SECTION 11 STATIC RANDOM ACCESS MEMORY (SRAM).

1.3.11 Mask Programmable Read Only Memory — ROM

The Mask ROM module is designed to be used with the inter-module bus (IMB3) and
consequently any CPU capable of operating on the IMB. A size of 8192 (8K) bytes was
selected to reside on the MC68F375 MCU. The ROM is a “late programmable” type
which means that programming of the array and control register options occurs later
in the processing flow, allowing reduction in cycle time between software code
changes from the user to available devices.

During master reset the ROM will monitor one DATA line (DATA14) to determine if it
should respond as a memory mapped ROM, or be disabled. If the state of DATA14 is

1 Note: the MC68F375 contains only a single TPU3. The second TPU3 interface is inactive.
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normally to the bootstrap address range and the ROM array base address. If DATA14
is 0, the STOP bit will be set and the bootstrap address range and the ROM array will
be disabled until the STOP bit is cleared either by an IMB write or until the next master
reset which occurs with DATA14 = 1. When STOP is set, the array will not respond to
the bootstrap address range or the ROM Array base address in ROMBAH and ROM-
BAL, allowing an external device to respond to the ROM Array’s address space, and/
or provide bootstrap information. This allows the ROM to be disabled from outside of
the device if necessary. Refer to SECTION 12 MASK ROM MODULE.

1, the STOP bit in the ROMMCR register will be cleared to 0 and the array will respond
| Tl

1.3.12 Configurable Timer Module 9 — CTM9

The configurable timer module (CTM) is a family of timer modules for the Motorola
Modular Microcontroller Family (MMF). The timer architecture is modular—before the
chip is manufactured the user can specify the number of time-bases (counter submod-
ules) and channels (action submodules, or timer 1/O pins) that are included. Refer to
SECTION 13 CONFIGURABLE TIMER MODULE (CTM9). The major blocks in the
CTMO are:

* Bus interface unit submodule (BIUSM)

* Single action submodule (SASM)

* Double action submodule (DASM)

* Pulse width modulation submodule (PWMSM)
» Counter prescaler submodule (CPSM)

* Free-running counter submodule (FCSM)

* Modulus counter submodule (MCSM)

1.4 Referenced Documents

» CPU32 Central Processor Unit Reference Manual (CPU32RM/AD).

* SCIM Reference Manual (SCIMRM/AD).

* QSM Reference Manual (QSMRM/AD or QSM section of MC68332UM/AD).
* CTM Reference Manual (CTMRM/D).

* TPU Reference Manual (TPURM/AD).
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APPENDIX B
REGISTER GENERAL INDEX

—B—

BAR (ROMBAH, ROMBAL)
base address register (BAR — ROMBAH, ROMBAL) 12-5
BIUMCR (BIUSM module configuration register) 13-51
BIUSM
module configuration register (BIUMCR) 13-51, 13-54
time base register (BIUTBR) 13-52
BIUTBR (BIUSM time base register) 13-52

CANCTRLO (control register 0) 7-26
CANCTRLZ1 (control register 1) 7-27
CANCTRL2 (control register 2) 7-29
CANICR (TouCAN interrupt configuration register) 7-25
CANMCR (TouCAN module configuration register) 7-23
CCW (conversion command word table) 5-48
CFSRO (TPU3 channel function select register 0) 8-15
CFSR1 (TPU3 channel function select register 1) 8-15
CFSR2 (TPU3 channel function select register 2) 8-15
CFSR3 (TPU3 channel function select register 3) 8-15
CIER (TPU3 channel interrupt enable register) 8-14
CISR (TPU3 channel interrupt status register) 8-18
CMFI

CMFI EEPROM configuration register (CMFIMCR) 10-9

CMFI high voltage control register (CMFICTLx) 10-16
CMFIBAH (CMFI base address high register) 10-15
CMFIBAL (CMFI base address low register) 10-15
CMFIBSO (CMFI bootstrap information words) 10-19
CMFIBS01 (CMFI bootstrap information words) 10-19
CMFIBS2 (CMFI bootstrap information words) 10-19
CMFIBS3 (CMFI bootstrap information words) 10-20
CMFICTL1 (CMFI high voltage control register 1) 10-16
CMFICTL2 (CMFI high voltage control register 2) 10-12, 10-17
CMFIMCR (CMFI EEPROM configuration register) 10-10
CPCR (CPSM control register) 13-54
CPRO (TPU3 channel priority register 0) 8-17
CPR1 (TPU3 channel priority register 1) 8-17
CSBAR (SCIM2 chip-select base address register) 4-80
CSBARBT (SCIM2 chip-select base boot register) 4-79
CSOR (SCIM2 chip select option register) 4-81
CSORBT (SCIM2 chip-select option boot register) 4-80
CSPARO (SCIM2 chip-select pin assignment register 0) 4-76
CSPAR1 (SCIM2 chip-select pin assignment register 1) 4-76

—D—
DASM

data register A (DASMA) 13-37

data register B (DASMB) 13-38

status/interrupt control register (DASMSIC) 13-35
DASMA (DASM data register A) 13-37, 13-38
MC68F375 REGISTER GENERAL INDEX
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APPENDIX C
REGISTER DIAGRAM INDEX

—B—

BIUMCR (BIUSM module configuration register) 13-51
BIUTBR (BIUSM time base register 13-52

—C—

CANCTRLO (control register 0) 7-26

CANCTRLZ1 (control register 1) 7-27

CANCTRL2 (control register 2) 7-29

CANICR (TouCAN interrupt configuration register) 7-25
CANMCR (TouCAN module configuration register) 7-23
CCW (conversion command word table) 5-48

CFSRO (TPU3 channel function select register 0) 8-15
CFSR1 (TPU3 channel function select register 1) 8-15
CFSR2 (TPU3 channel function select register 2) 8-15
CFSR3 (TPU3 channel function select register 3) 8-15

CIER (TPU3 channel interrupt enable register) 8-14

CISR (TPU3 channel interrupt status register) 8-18
CMFIBAH (CMFI base address high register) 10-15
CMFIBAL (CMFI base address low register) 10-15
CMFIBSO (CMFI bootstrap information words) 10-19
CMFIBS1 (CMFI bootstrap information words) 10-19
CMFIBS2 (CMFI bootstrap information words) 10-19
CMFIBS3 (CMFI bootstrap information words) 10-20
CMFICTL1 (CMFI high voltage control register 1) 10-16
CMFICTL2 (CMFI high voltage control register 2) 10-12, 10-17
CMFIMCR (CMFI EEPROM configuration register) 10-10
CPCR (CPSM control register) 13-54

CPRO (TPU3 channel priority register 0) 8-17

CPR1 (TPU3 channel priority register 1) 8-17

CSBAR (SCIM2 chip-select base address register) 4-80
CSBARBT (SCIM2 chip-select base boot register) 4-79
CSOR (SCIM2 chip select option register) 4-81

CSORBT (SCIM2 chip-select option boot register) 4-80
CSPARO (SCIM2 chip-select pin assignment register 0) 4-76
CSPAR1 (SCIM2 chip-select pin assignment register 1) 4-76

—D-

DASMA (DASM data register A) 13-37, 13-38

DASMSIC (DASM status/interrupt control register) 13-35
DDRAB, DDRE (SCIM2 port E data direction registers) 4-89
DDRF (SCIM2 port F data direction register) 4-92

DDRG, DDRH (SCIM2 port G,H data direction registers) 4-94
DDRQA (PORTQA data direction register) 5-37

DDRQS (PORTQS data direction register) 6-12

DPTBAR (DPT RAM array base address register) 9-5
DPTMCR (DPTRAM module configuration register) 9-3
DSCR (TPU3 development support control register) 8-12
DSSR (TPU3 development support status register) 8-13

—E—

ESTAT (error and status register) 7-31
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—A—

ABD 4-61, 4-66, 4-67
ACKERR 7-31
Acknowledge error (ACKERR) 7-31
ADDR
bus signals 4-32
signal 4-37
Address
bus (ADDR) 4-32
bus disable (ABD) 4-61
-mark wakeup 6-56
space 5-7
encoding 4-35
strobe (AS). See AS 4-32
AN 5-4, 5-5
Analog
front-end multiplexer 5-14
input
multiplexed 5-5
port A 5-4
port B 5-4
section contents 5-1
submodule block diagram 5-12
supply pins 5-6
Arbitration 6-6
Arbitration priorities 4-71
AS 4-42, 4-51
AS 4-49, 4-50
Asynchronous
bus cycles classified as 4-39
cycles 4-31
exceptions 4-55
mode 4-84
resets 4-55
ATEMP 3-22
Autovector (AVEC). See AVEC 4-25
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INDEX

AVEC 4-25, 4-36, 4-72, 4-73, 4-75, 4-78, 4-85

—B—

Background
debug mode 3-19, 4-43
commands 3-22
connector pinout 3-26
enabling 3-20
entering 3-21
registers

fault address register (FAR) 3-23
instruction program counter (PCC) 3-23
return program counter (RPC) 3-23

returning from 3-24
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INDEX

serial
data word 3-26
I/0 block diagram 3-25
interface 3-24

peripheral interface protocol (SPI) 3-25

sources 3-20
debugging mode

freeze assertion diagram E-17

serial

communication diagram E-17

Base ID mask bits 7-30
Basic operand size 4-37
Baud
clock 6-51
BCD 3-4
Beginning of queue 2 (BQ2) 5-41
Berg connector (male) 3-26

BERR 4-35, 4-39, 4-60, 4-64, 4-69, 4-72, 4-73, 4-88

BERR 4-43, 4-48, 4-49
assertion results 4-47
BG 4-50, 4-65, 4-78
BGACK 4-50, 4-65, 4-78
BGND instruction 3-21
Binary
-coded decimal (BCD) 3-4
divider 5-25
-weighted capacitors 5-14
Bit stuff error (STUFFERR) 7-31
BITERR 7-31
BITS 6-17
Bits per transfer
enable (BITSE) 6-23
field (BITS) 6-17
BITSE 6-23, 6-38
Bit-time 6-50

BIUMCR — BIUSM module configuration register 13-51

BIUSM

BIUMCR — BIUSM module configuration register

13-51

BIUTBR — BIUSM time base register 13-52

freeze 13-50

interrupt vector base number 13-51

LPSTOP 13-50

reading the time base bus 13-52
STOP 13-50

WAIT 13-50

BIUTBR — BIUSM time base register 13-52

BKPT 3-20, 4-68

external signal 3-21
BKPT 4-43
BKPT (TPU asserted) 8-13
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