
Floating Manager setup README File 

     

1. Go to C: and create a new folder "flexlm". 

2. Extract the zip file in this folder. 

3. Run the LMTools to get your Ethernet Address 

 3.1 Click on the System Settings 

   

 3.2 Use the first Ethernet address from the list in case the system shows more. 

4. Access www.nxp.com and login 

5. Click on Software Licensing and Support from the My NXP menu 

 

 

6. Click on View Accounts 



  

 6.1. Select the account where the Suite has been added (if applicable) 

7. Click on Order History from the left-hand menu 

  

8. Find the Suite that you register  

9. Click on top of the Oder ID Line 



  

10. Hover over the three lines menu from the right-hand side 

11. Click on License(s) 

  

12. Select the product that you like to generate a license for or click on Select ALL 



  

13. Scroll to the bottom of the page and click on Generate 

14. Enter the Server Host ID by selecting the Ethernet Address and completing the filed 



  

15. Enter the Server name or IP address 

15.1 if you will have a redundant server please enter the date in the section below 

 

16. Click on Generate 

  

17. Use the same "flexlm" carpet to save the license.dat file in the server.  

18. In the flexlm folder create a file called log.log 

19. On the server-side Open the lmtools.exe and go to the Config Services tab 

 19.1 click on the browse button from the Path to the lmgrd.exe and select the file 

 19.2 click on the browse button from the Path to the License File and select the file 

 19.3 click on the browse button from the Path to the Log file and select the log file 



  

 

20. Click on Save Service 

  

21. Click on the View Log button 



  

22. Click on the Start/Stop/Reread tab 

21. Click on Start Server 

  

22. After the server has been started please review you log data from the popup window or the log file 

previously created 

23. The log file will let you know if the server has been started successfully and all the features that you 

have available to use. 

24. Header of the License File needs to be placed on the local host computer in the correct location. 

  

 

 

 

 



 

 

 


